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Council of the City of Gold Coast

PO Box 5042
GCMC QId 9726

Attention: Ahmed Abdulrahman
Email: mail@goldcoast.qld.gov.au; aabudulrahman@goldcoast.qov.au

Dear Ahmed

Re: Response to Information Request for Development Application for Operational Works
OPW/2024/987 over Lots 186, 187 and 188 RP 173728, 53 Courtney Drive, Upper
Coomera

On behalf of our Client HB Land QId Pty Ltd we make the following response to Council’s Information
Request, dated 27 August 2024 for the abovementioned Development Application as allowed by s13.2
of the Development Assessment Rules for the Planning Act (2016).

Item 1 Vegetation Management Plan

Assessable vegetation including mapped general and medium priority vegetation is proposed (o be
removed to facilitate the works. To meet AO1 requirements of the Vegetation management code and
AO10 requirements of the Environmental Significance overlay code, the applicant is requested to
prepare and submit a Vegetation management plan. The plan is requested to be in accordance with
SC6.8 City Plan policy- Environmental management plans and include the following:

a) Vegetation characteristics including species name, common name, height and girth, tree
protection zone, radial distarice of canopy and structural root zone of vegetation within the vicinity
of the entire extent of works area

b) Impact plan for impacts to mapped medium priority vegetation.

c) Habitat trees

d) How vegetation to be retained will be managed

e) Ensure ail measures are taken to reduce impacts to vegetation.

Biome will lodge a separate vegetation management plan dated September 2024 that matches our

drawings, to facilitate this OPW approval. We have also amended our plans to refer to Biome’s report
please see updated drawings 41901-EXTS-021 Rev B.

GOLD COAST (HEAD OFFICE) SUNSHINE COAST
address: Level 2 /19 Short Street, Southport QLD 4215 address: 6 Osterley Avenue, Caloundra QLD 4551
post: PO Box 2484, Southport QLD 4215 tel: 07 5499 7000

tel: 07 5571 1099




Item 2 Works for Infrastructure Code

To confirm compliance with the City Plan (Works for Infrastructure Code POS and PO8), relevant
engineering standards, and to confirm that all approval conditions are achievable and final, the
applicant is advised to provide the following:

POS5 — Sewer reticulation design

a) To remove potential misinterpretation of the proposed drawings, amend the Sewer Reticulation
Profiles drawings to read left to right, such that the sewer pipework grades downward from the left
to right side on the drawing sheet.

We note that the labelling on the plan was incorrect and could have caused some confusion, this has
now been addressed and updated please find attached 41901-EXTS-501 Rev B.

b) Amend the Sewer Reticulation Profiles Sheet 02 (41901-EXTS-532) to remove the future sewer
line between MH1-3 and MH1-4 as it does not form part of the proposed works.

We have shown the details for MH1-3 to MH1-4 as the contractor needs to provide a stub for future
connection, it has been shown on the long section and not part of this application, however the
information needs to be provided to ensure that correct grades are provided.

¢) Provide a section detail and show the extent of pavement replacement to be undertaken within
Richardson Crescent where the proposed gravity sewer main shall cross beneath the existing
road box. Pavement reinstatement shall be in accordance with SEQ-SEW-1205-1

We have added additional information to the road crossing in accordance with the above request.
Please refer to drawing No 41901-EXTS-501 Rev B.

We have also amended the line between 08/07 and 07/07 to show as a tunnel bore, therefore for
clarity purposes we have issued a full set of drawings which included the above revisions.

In accordance with s13.2 of the DA Rules, we advise that we are providing a response to all the
information and request that Council as the Assessment Manager continue to proceed with
assessment of the application.

If you have any queries in relation to this matter, please telephone Ursula Weeks of our office on (07)
5571 1099.

Yours faithfully

;
Q/ 5S¢ ;
John Harrison

Mortons — Urban Solutions
(uw)

Encl. Attachment 1: MUS drawing set 41901-EXTS 000 to 532

c.c. HBQLD Pty Ltd
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THE EROSION & SEDIMENT CONTROL DEVICES SHOWN ON THESE DRAWINGS ARE INDICATIVE & PROVIDED
FOR SUBMISSION TO LOCAL AUTHORITY ONLY. NOTWITHSTANDING THE EROSION & CONTROL DEVICES
SHOW ON THESE DRAWINGS, THE CONTRACTOR MUST PREPARE & FOLLOW A SITE SPECIFIC EROSION &
SEDIMENT CONTROL PLAN TO MEET ALL LOCAL & STATE GOVERNMENT LEGISLATION INCLUDING BUT NOT

a.ENVIRONMENTAL PROTECTION ACT WITH SPECIFIC REFERENCE TO PARTS S4LOG & S319

PRESCRIBED WATER CONTAMINANTS (AS DEFINED IN THE ENVIRONMENTAL PROTECTION ACT 1994) MUST
NOT BE RELEASED FROM THE SITE OR TO WATERS WITHIN THE SITE, OR BE LIKELY TO BE RELEASED
SHOULD RAINFALL OCCUR, UNLESS ALL REASONABLE & PRACTICABLE MEASURES ARE TAKEN TO
PREVENT OR MINIMISE THE RELEASE & CONCENTRATION OF CONTAMINATION. THE ESC PLAN MUST BE
DESIGNED, IMPLEMENTED & MAINTAINED IN ACCORDANCE WITH “BEST PRACTICE EROSION & SEDIMENT
CONTROL” PUBLISHED BY THE INTERNATIONAL EROSION CONTROL ASSOCIATION (AUSTRALASIAN CHAPTER)

TO COMPLY WITH THE REQUIREMENTS OF THE EP ACT & BEST PRACTICE DESIGN, THE SEDIMENT BASINS
ON THE SITE MUST BE DESIGNED & IMPLEMENTED TO ACHIEVE THE FOLLOWING
SEDIMENT BASINS ARE TO BE DESIGNED, IMPLEMENTED & MAINTAINED TO A STANDARD WHICH WOULD
ACHIEVE AT LEAST 80% OF THE AVERAGE ANNUAL RUNOFF VOLUME OF THE CONTRIBUTING
CATCHMENT TREATED (L.E. 80% HYDROLOGIC EFFECTIVENESS) TO 50MG/L TSS OR LESS & PH IN THE

THIS WILL REQUIRE THE INSTALLATION & OPERATION OF A HIGH-EFFICIENCY SEDIMENT BASIN(S)
DESIGNED IN ACCORDANCE WITH THE SPECIFICATIONS CONTAINED IN THE “BEST PRACTICE ERGSION &
SEDIMENT CONTROL - APPENDIX B SEDIMENT BASIN DESIGN & OPERATION” PUBLISHED BY THE
INTERNATIONAL EROSION CONTROL ASSOCIATION [AUSTRALASIAN CHAPTER) (IECA, 2016, DRAFT)

THE EROSION & SEDIMENT CONTROL PLAN MUST BE PREPARED & CERTIFIED BY A CERTIFIED
PROFESSIONAL IN EROSION & SEDIMENT CONTROL & FOLLOW THE REQUIREMENTS OUTLINED IN IECA'S
BEST PRACTICE EROSION & SEDIMENT CONTROL DOCUMENT & THE QUEENSLAND URBAN DRAINAGE

SEDIMENT AND EROSION
1
LIMITED TO
b. STATE PLANNING POLICY
IECA, 2008).
2.
RANGE 6.5-8.5
3.
MANUAL.
.

PRIOR TO THE COMMENCEMENT OF WORKS ONSITE THE CONTRACTOR MUST MAKE THEMSELVES AWARE

OF ALL PREVIOUS GEOTECHNICAL REPORTS & DETERMINE THE DISPERSIVE CHARACTERISTICS OF THE SOIL

(INCLUDING PERFORMING ANY SOIL TESTS IF REQUIRED). THE RESULTS OF THIS REVIEW & ANY TESTS

MUST BE INCLUDED IN THE CONTRACTOR'S EROSION & SEDIMENT CONTROL PLAN. A COPY OF ALL TEST

RESULTS MUST BE PROVIDED TO THE SUPERINTENDENT.

THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO CONTROL EROSION & DOWNSTREAM

SEDIMENTATION DURING ALL STAGES OF CONSTRUCTION (INCLUDING THE MAINTENANCE PERIOD).

NOTWITHSTANDING THE CONTROL MEASURES OR FINISHED EARTHWORKS DESIGN SHOWN ON THESE

DRAWINGS, THE CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTING ADDITIONAL OR ALTERNATIVE EROSION

& SEDIMENT CONTROL MEASURES TO MINIMISE SEDIMENT ACROSS OR LEAVING THE SITE.

AT ALL TIMES THE CONTRACTOR SHALL MONITOR THE PREVAILING WEATHER CONDITIONS {INCLUDING

WEEKENDS & PUBLIC HOLIDAYS) & AT ALL TIMES REMAINS RESPONSIBLE TO

al  CLEAN & REPAIR CONTROL DEVICES WHENEVER THE ACCUMULATED SEDIMENT REDUCES THEIR
CAPACITY BY 50%.

bl MAINTAIN POSITIVE GRADES OF ALL PERIMETER BANKS & SWALES TO AN OUTLET.

¢) PROTECT ANY DOWNSTREAM CONSTRUCTION.

d)  CONTROLLING DUST.

e) MEASURES HAVE BEEN INSTALLED IN ACCORDANCE WITH DETAILS OUTLINED IN THEIR ERGSION &
SEDIMENT CONTROL PLAN & AS DIRECTED BY THE SUPERINTENDENT.

THE CONTRACTOR'S PLAN SHALL ALLOW FOR SUITABLE ACCESS TO ALLOW MAINTENANCE OF ALL

SEDIMENT CONTROL DEVICES. NO ADDITIONAL VEGETATION CLEARING IS PERMITTED FOR GAINING ACCESS

UNLESS APPROVED BY THE SUPERINTENDENT.

THE CONTRACTOR MAY REQUEST APPROVAL FROM THE SUPERINTENDENT TO REUSE THE STOCKPILED

MULCH FOR STABILISING BATTERS ONLY IN LOCATIONS WHERE THE APPROVED LANDSCAPE OPW DESIGN

REQUIRES MULCH ULTIMATELY.

CONSTRUCTION STOCKPILING

a) TOPSOIL SHALL BE STRIPPED & STOCKPILED IN LOCATIONS NOMINATED ON THE CONSTRUCTION
DRAWINGS OR IN LOCATIONS AGREED WITH THE SUPERINTENDENT.

b)  ADDITIONAL VEGETATION CLEARING IS NOT PERMITTED TD FACILITATE THE STOCKPILING OF
MATERIALS UNLESS SHOWN ON THE APPROVED VEGETATION MANAGEMENT PLAN.

¢} ANY STOCKPILE SITE MUST BE CLEAR OF ADJACENT PROPERTY BOUNDARIES SO AS NOT TO CAUSE
A NUISANCE TO ADJOINING PROPERTIES.

d) NO STOCKPILES ARE TO BE LOCATED WITHIN THE TREE PROTECTION ZONE OF VEGETATION.

e) A TEMPORARY SILT FENCE IS TO BE ERECTED APPROXIMATELY Sm FROM TOE OF BATTER ON LOW
SIDE OF STOCKPILING.

NOTWITHSTANDING THE DETAILS SHOWN IN THE CONTRACTOR'S EROSION & SEDIMENT CONTROL PLAN,

DURING CONSTRUCTION THE CONTRACTOR MUST

al  SIZE ALL TEMPORARY SEDIMENT BASINS APPROPRIATELY TO TREAT THE UPSTREAM CATCHMENT.
NOTE THAT THE PERMANENT BIO BASINS SHOWN ON THESE DRAWINGS ARE SIZED FOR THE
ULTIMATE CATCHMENT NOT FOR THE CONSTRUCTION PHASE.

b)  PLACE A ROCK BUND AROUND ALL HEADWALLS DURING CONSTRUCTION.

¢) PROVIDE KERB INLET PROTECTION TO ALL GULLIES.

¢) PLACE A MINIMUM 1.0m WIDE TURF STRIP BEHIND ALL KERBS & IN A HERRINGBONE LAYQUT WITHIN
THE ROAD VERGE.

d)  MAINTENANCE (INCLUDING FLOCCULATION IF REQUIRED & PUMP QUT) OF ALL CONSTRUCTION
SEDIMENT BASINS {WHETHER EXISTING OR NEW).

e) CLEAN OUT OF ALL GROSS POLLUTANT TRAPS, SEDIMENT FOREBAYS & ALL OTHER PERMANENT
SEDIMENT CONTROL DEVICES AT BOTH ON & OFF MAINTENANCE.

CONTRACTOR TO CONFIRM THE EXTENTS OF REQUIRED GRASSING TREATMENTS WITH THE

SUPERINTENDENT AT LEAST 7 DAYS PRIOR TO FINAL TRIMMING.

THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT GRASSING STRIKE RATES ARE ACHIEVED AT THE

ON & OFF MAINTENANCE INSPECTIONS IN ACCORDANCE WITH COUNCIL REQUIREMENTS. THIS INCLUDES THE

SUPPLY & INSTALLATION OF ANY REQUIRED CHEMICAL/FERTILISER AMELIORATION TO ACHIEVE THE

SPECIFIED GRASS STRIKE RATES.

GEOFABRIC LINING OF CHANNELS & CHECK DAMS MAY BE REQUIRED SUBJECT TO THE SITE CONDITIONS.

BATTERS WITHIN PUBLIC OPEN SPACE TO BE VEGETATED IN ACCORDANCE WITH APPROVED OPEN SPACE

MANAGEMENT PLAN & LANDSCAPING OPW. CONTRACT DOCUMENTATION WILL SPECIFY WHETHER THIS IS

THE CIVIL CONTRACTOR OR THE LANDSCAPE CONTRACTOR'S RESPONSIBILITY TO SUPPLY & INSTALL. THE

CIVIL CONTRACTOR IS RESPONSIBLE FOR PROVIDING SUITABLE ACCESS FOR THE LANDSCAPE CONTRACTOR

TO PERFORM THEIR WORKS.

MAINTENANCE PERIOD (PRE TO POST CONSTRUCTION)

a) ALL PROTECTION MEASURES ARE TO BE INSPECTED & MAINTAINED REGULARLY

b)  REPAIRS ARE TO BE EFFECTED IMMEDIATELY.

¢) SILT AFTER RAIN IS TO BE CLEANED FROM STREETS & ALLOTMENTS IMMEDIATELY & CORRECTIVE
ACTION TAKEN TO AVOID A RE-OCCURRENCE.

d) AT OFF-MAINTENANCE & ONLY WHEN DIRECTED BY COUNCIL, REMOVE & DISPOSE OFFSITE ALL
TEMPORARY EROSION & SEDIMENT CONTROL DEVICES.

EROSION & SEDIMENT CONTROL IS THE RESPONSIBILITY OF THE CONTRACTOR AND THE CONTRACTOR

HOLDS ALL LIABILITY.

NOTE:

SEDIMENT AND EROSION CONTROL MEASURES SHOWN RELATE TO
THE FINISHED SURFACE ONLY AND ARE CONCEPTUAL ONLY.

THE CONTRACTOR IS TO PREPARE A SITE SPECIFIC CONSTRUCTION
AND MAINTENANCE PHASE SEDIMENT AND EROSION CONTROL PLAN.
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SEQ CODE SEWER NOTES

VEGETATION PROTECTION

DESTROYED.

TREES PRIOR TO CONSTRUCTION & REMAIN UNTIL COMPLETION.

~

v O

oIL
A. TOPSOIL & SUBSOIL SHALL BE STOCKPILED SEPARATELY.
B.

PER THE MANUAL.
CREEK CROSSINGS

C. NO SOIL SHALL BE STOCKPILED WITHIN 5 m OF THE CREEK.
REHABILITATION

B. PREDISTURBANCE VEGETATION PATTERNS SHALL BE RESTORED.
SAFETY

GENERAL
SPECIFICATIONS & STANDARDS.

STANDARDS.

LIST.

REQUIRED COMPACTION HAS BEEN ACHIEVED.

WITH THE SEQ SEWER CODE.

THEREFORE DELETED.

SEQ SERVICE PROVIDER AT THE DEVELOPERS COST.

PROJECT SPECIFIC SEWER NOTES

OTHERWISE WITHIN THE CONTRACT.

AUTHORITY.

Tu

LEGEND

RM— — ——— EXISTING RISING MAIN
EXISTING KERB (INVERT)

— EXISTING PROPERTY LINE

v e s w EXISTING RETAINING WALL
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s sessssm - mem S|TE BOUNDARY

s wemmsm wesm STAGE BOUNDARY

PROPOSED PROPERTY LINE

S ——— PROPOSED SEWER

SEWER EASEMENT
I TUNNEL BORE

‘

H EE EE BEE B ACCESS TRACK

m NO ACCESS ZONE
@ EXISTING TREES

SEQ CODE NOTES COPIED DIRECTLY FROM DRAWING SEQ-SEW-1101-3 (REV B).

A. SILTATION CONTROL MEASURES SHALL BE PLACED DOWNSTREAM OF ANY EXCAVATION WORK.
B. APPROPRIATE SEDIMENT CONTROLS SHALL BE USED TO PREVENT SEDIMENT FROM ENTERING THE CREEK.

A. PREDISTURBANCE SOIL PROFILES & COMPACTION LEVELS SHALL BE REINSTATED.

STANDARD NOTE NOT APPLICABLE &

ALL SEWER MAINS TO BE AS PER SEWER PIPE SPECIFICATIONS TABLE.
b. NOTWITHSTANDING THE STANDARD SEQ NOTES ABOVE, ALL MATERIALS & WORKS MUST BE IN ACCORDANCE
WITH THE SERVICE PROVIDER'S APPROVAL CONDITIONS & THE SEQ WS&S D&C CODE.
¢. THE CONTRACTOR IS TO INCLUDE ROCK EXCAVATION AS PART OF THEIR SEWER RATES UNLESS SCHEDULED

=5 — — —@- — - EXISTING SEWER <QEZZ2>SEWER ID

SEWER MANHOLE
SEWER RODDING END
= SEWER BEND

A.  TREES LOCATED ALONG THE FOOTPATH SHALL BE, TRANSPLANTED PRIOR TO CONSTRUCTION, OR REPLACED IF

B.  WHEN WORKING WITHIN 4m OF TREES, RUBBER OR HARDWOOD GIRDLES SHALL BE CONSTRUCTED WITH 1.8 m
BATTENS CLOSELY SPACED & ARRANGED VERTICALLY FROM GROUND LEVEL. GIRDLES SHALL BE STRAPPED TO

TREE ROOTS SHALL BE TUNNELLED UNDER, RATHER THAN SEVERED. IF ROOTS ARE SEVERED THE DAMAGED AREA
SHALL BE TREATED WITH A SUITABLE FUNGICIDE. CONTACT RELEVANT COUNCIL ARBORIST FOR FURTHER ADVICE.
ANY TREE LOPPING REQUIRED SHOULD BE UNDERTAKEN BY AN APPROVED ARBORIST.

CARE SHALL BE TAKEN TO PREVENT SEDIMENT FROM ENTERING THE STORMWATER SYSTEM. THIS MAY INVOLVE
PLACING APPROPRIATE SEDIMENT CONTROLS AROUND STOCKPILES.
C. IF AUD SULPHATE SOILS EXIST IN THE WORKS AREA. THE CONTRACTOR MUST PREPARE A RISK ASSESSMENT -
BASED ON THE QUEENSLAND ACID SULPHATE SOIL TECHNICAL MANUAL & MANAGE THE ACID SULPHATE SOILS AS -

A. THE DESIGN & CONSTRUCTION OF THE WORKS SHALL COMPLY WITH ALL QUEENSLAND LEGISLATION.
1. ALL WORK & MATERIALS SHALL BE IN ACCORDANCE WITH CURRENT SOUTH EAST QUEENSLAND SEWERAGE CODE
2. UNLESS SPECIFIED OTHERWISE ALL MATERIALS & WORK SHALL COMPLY WITH THE RELEVANT AUSTRALIAN

3. THE CONSTRUCTION OF THE SEWERAGE WORK SHOWN ON THIS DRAWING SHALL BE SUPERVISED BY AN ENGINEER
WHO HAS RPEQ REGISTRATION. SEWERAGE WORKS NOT COMPLYING WITH THIS REQUIREMENT WILL NOT BE
PERMITTED TO CONNECT INTO THE SEQ SERVICE PROVIDER SEWERAGE SYSTEM.

L. ALL WORK ASSOCIATED WITH LIVE SEWERS OR MAINTENANCE HOLES SHALL BE CARRIED OUT BY DEVELOPER'S
APPROVED CONTRACTOR UNDER THE SUPERVISION OF SEQ'S AGENT AT THE DEVELOPER'S (OST. ,

5. ALL PIPES & MATERIALS SHALL COMPLY WITH THE REQUIREMENTS OF THE "ACCEPTED PRODUCTS & MATERIALS"

6. EACH ALLOTMENT SHALL BE SERVED BY A DN100 PVC PROPERTY CONNECTION. FOR ALLOTMENTS OTHER THAN
SINGLE RESIDENTIAL, A DN160 PE (OR DN150 PVC) PROPERTY CONNECTION SHALL BE PROVIDED.

7. PROPERTY CONNECTIONS SHALL BE LOCATED WITHIN THE PROPERTY AS SHOWN IN THE DRAWINGS.

8. PROPERTY CONNECTION BRANCHES SHALL EXTEND INTO THE PROPERTY A MINIMUM OF 300 mm AND A MAXIMUM
OF 750 mm. UNITYWATER REQUIRES MINIMUM EXTENSION OF 500 mm INTO PROPERTY.

9. WHERE PIPES ARE LAID IN FILL, THE FILLING SHALL BE CARRIED OUT IN LAYERS NOT EXCEEDING 300 mm (LOOSE) ~
IN DEPTH AND SHALL BE COMPACTED UNTIL THE COMPACTION IS NOT LESS THAN 95% OF THE MATERIALS
MAXIMUM COMPACTION WHEN TESTED IN ACCORDANCE WITH A.S. 1289 (MODIFIED COMPACTION). TESTING SHALL BE 7
CARRIED OUT AFTER EACH ALTERNATE LAYER. IN ALL SUCH CASES APPROVAL OF CONSTRUCTED SEWERS WILL 4
NOT BE ISSUED BY THE SEQ SERVICE PROVIDER UNLESS CERTIFICATES ARE PRODUCED CERTIFYING THAT THE

10. WHERE SEWERS HAVE A GRADE OF 1IN 20 OR STEEPER BULKHEADS SHALL BE CONSTRUCTED IN ACCORDANCE

1. THE CONTRACTOR SHALL VERIFY THE LOCATION & DEPTH OF EXISTING SERVICES WITH RELEVANT AUTHORITIES
BEFORE COMMENCING WORKS.

12. SEWERS SHALL BE DISUSED /ABANDONED IN ACCORDANCE WITH PROCEDURES SET OUT IN THE SEQ SEWER CODE.~ —
13. BENCH MARK & LEVELS TO AHD.

REGUIREMENTS: E-SEPHE-SYSTEM ANCLUDING TRENCHES . SHALE BEREMBVEDATTHE DEVELOPER* S €BST—ALE—
FXFORES—SHALBEUPGRABEBIFREBUIREB—BY—PLUMBING—CODE.

15. EXISTING ALLOTMENTS REQUIRING A PROPERTY CONNECTION FROM EXISTING SEWERS SHALL BE PROVIDED BY THE

d. THE CONTRACTOR TO PROVIDE CALCAREQUS CONCRETE WHERE SPECIFIED IN THE SEQ CODE BY THE RELEVANT

e. WATER & ELECTRICAL CROSSING LOCATIONS ARE INDICATIVE ONLY. REFER TO PLANS TO DETERMINE PRECISE
CROSSING LOCATIONS. WHERE SERVICE INDICATES CLASH WITH SEWER, SEWER TO TAKE PRECEDENCE, SERVICE
TO BE CONSTRUCTED OVER OR UNDER SEWER ACCORDING TO SUPERINTENDENT'S INSTRUCTION

f.ALL BENDS TO BE LONG RADIUS BEND TO MEET MANUFACTURER'S MINIMUM RADIUS REQUIREMENTS U.N.O.

CONTRACTOR TO VERIFY DOWNSTREAM EXISTING PIPE LEVELS PRIOR TO COMMENCEMENT OF WORKS ON-SITE.

PROPERTY CONNECTIONS HAVE BEEN DESIGNED TO CONTROL THE REQUIRED SERVICE AREA OF EACH LOT AT A

GRADE OF 160 & A MAXIMUM DEPTH OF PROPERTY CONNECTION AT 1.5m. UNLESS OTHERWISE STATED.

CONTRACTOR TO PAY ALL FEES & CHARGES ASSOCIATED WITH CONNECTIONS.

(® SEWER MAINTENANCE SHAFT

EXISTING CONTOURS = SEWER END (AP
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SEWER PIPE SPECIFICATIONS

SEWER MAIN LOCATION PIPE MATERIAL SPECIFICATION
GRAVITY VERGE PVC-U SN8

GRAVITY ROAD CROSSING PVC-U SN8

CONTRACTOR TO MAINTAIN ACCESS TO ALL
RESIDENTIAL PROPERTIES AT ALL TIMES

ALL ENVIRONMENT PROTECTION MEASURES SHALL BE IMPLEMENTED PRIOR
TO ANY CONSTRUCTION WORK, INCLUDING CLEARING, COMMENCING.
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SEWER RETICULATION
PLAN
SHEET 01

SERVICE PROVIDER AND CONSTRUCTOR LIVE SEWER WORKS SCHEDULE
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urbansolutions
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Project Coordination

No. Description Dia. Jyy o |MH/MS| Cover | o ol Fs [ EsL | 1L DetTh
Sewer Type | Type

invert
1(A) CIVIL CONTRACTOR TO MAKE APPLICATION TO GC WATER FOR THE LIVE CONNECTION TO DOWNSTREAM SEWER MANHOLE AT EACH LOCATION (LINE 7)
1(8) 0.5m FROM STUB END CAP, CONTRACTOR TO LAY NEW LINE 7. AFTER CLEANSING, TESTING AND INSPECTING, NOTIFY GCW & W 225 | 10271 A B 63 | 28.705 | 28.705 | 26.450 | 2.255
10 CONTRACTOR TO REMOVE TEMPORARY END CAPS ON STUB & LINE 7 AND MAKE LIVE CONNECTION AFTER SUCCESSFUL “ON MAINTENANCE" INSPECTION.
2(A) CIVIL CONTRACTOR TO PLUG EXISTING MH 12/07. REMOVE END CAP AND LAY LINE 7 FROM EXISTING STUB.
2(B) CIVIL CONTRACTOR TO CLEANSE AND TEST LINE AFTER WORKS ARE COMPLETE AND NOTIFY GCW FOR ON MAINTENANCE INSPECTION. 225 | 12707 B D [LOT1010| 38.162 | 38.162 | 36.625 | 1.537
2(0) CIVIL CONTRACTOR TO REMOVE PLUG IN MH 12.07 AFTER SUCCESSFUL ON MAINTENANCE INSPECTION.
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SCALE 150 - A1 (1100 - A3)
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ARE MEASURED FROM THE NOMINAL KERB LINE.
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SEWER STRUCTURE LIDS

TRAFFICABLE LID

B | NON-TRAFFICABLE LID z = g 5
M |'M' PREFIX DESIGNATES BOLT DOWN LID £ £ £ s
@) oz MH1-1 (MH1-2) (08/07)
RIGS STRUCTURE TYPES STRUCTURE TYPE = = < = =
b |PRECAST CONCRETE SEWER MAINTENANCE STRUCTURE LID CLASS = = = = =
*!| REFER TO SEQ STD DWG SEQ-SEW-1300-1 DROP TYPE ~ ~ ~ ~ ~
o |TYPE "A' 1050mm DIA. MAINTENANCE STRUCTURE * -
REFER TO SEQ STD DWGS SEQ-SEW-1307-1 CONSTRUCT BRIDGING 2 = w
g |TYPE B’ 1200mm DIA. MAINTENANCE STRUCTURE STRUCTURE SPANNING THE & = 3
REFER TO SEQ STD DWGS SEQ-SEW-1307-1 iigEZLTZ‘EE':cT’;‘OESEF;R = g
TYPE 'C' 1500mm DIA. MAINTENANCE STRUCTURE = =
€ |REFER TO SEQ STD DWGS SEQ-SEW-1307-1 D?RAILTS ;0’2 BFLDG'NG S
J1 | TYPE ") MAINTENANCE STRUCTURE STRUCTURE DETAILS =
REFER TO SEQ STD DWGS SEQ-SEW-1314-2 TRENCHSTOPS, =
p— BULKHEADS & CONCRETE EXISTING = EXTERNAL SEWER
BND | REFER TO SEQ STD DWGS SEQ-SEW-1374-3 ENCASEMENTS TO BE =
RODDING END MAINTENANCE STRUCTURE INSTALLED IN =
RE|REFER TO SEQ STD DWGS SEQ-SEW-1374-1 ACCORDANCE WITH SEQ =
SEWER CODE =
END | PROPRIETORY END CAP NOTES =
ps | SEWER PUMP STATION 1.IF SHOWN, WATER AND =
REFER TO RELEVANT SEQ STD DWGS ELECTRICAL CROSSING
RECEIVING MAINTENANCE STRUCTURE LOCATIONS ARE
RCM |REFER TO RELEVANT SEQ STD SEWER PUMP STATION INDICATIVE ONLY.
DWGs REFER TO PLANS TO
Ge | TYPE 'G6" TERMINAL MAINTENANCE SHAFT DETERMINE CROSSING
REFER TO SEQ STD DWGS SEQ-SEW-1314-1 LOCATIONS. WHERE
SERVICE INDICATES
CLASH WITH SEWER,
SEWER TO TAKE
PRECEDENCE, SERVICE
RIGS STRUCTURE DROPS 10 BE CONSTRUCTED %
y | STRAIGHT THROUGH SEWER OVER OR UNDER SEWER &
REFER TO SEQ STD DWG SEQ-SEW-1303-1 ACCORDING TO +
w |OBLIQUE BACKDROP SUPERINTENDENTS :
REFER TO SEQ STD DWG SEQ-SEW-1303-1 INSTRUCTION R
« | INTERNAL BACKDROP 2.ALL GRAVITY uPVC =
REFER TO SEQ STD DWG SEQ-SEW-1303-1 SEWER PIPE TO BE :
v | EXTERNAL BACKDROP CLASS SN8 U.N.O. 0 S
REFER TO SEQ STD DWG SEQ-SEW-1303-1 3.ALL PRESSURE MAINS s S
PE100 PN16 SDR1M1 o Z
L.ALL EMBEDMENT TYPE Y g
IS TO BE TYPE 3 UN.O ] a 3
S.ALL BENDS TO BE - | &
LONG RADIUS BEND, Eg K z
1.2m RADIUS MIN. % @ 2 5 £
6.CONTRACTOR TO REFERENCE ONLY & . EXISTINGZSURF ACE /\/\
VERIFY DOWNSTREAM @0 z g x
EXISTING PIPE LEVELS g3 § &
PRIOR TO o x % o
COMMENCEMENT OF g < . =
— — — =
vy e | —
7.PROTECTIVE COATING IS E = /
TO BE INSTALLED TO =3 - [ N‘
MAINTENANCE = : _ g
STRUCTURES (WHERE = - & 7
REQUIRED) IN s = + ]
ACCORDANCE WITH S £ 3 o
CLAUSE 4.7.2 OF SEQ ?g g 55 =
SEWERAGE CODE. L 3 e I
8.TRENCHSTOPS IN NS
ACCORDANCE
WITHSEQ-WAT-1209-1
PIPE DIAMETER (mm) @300 pv 3215 PVC @225 RV @225 PC B215 PUC
PIPE GRADE 10200 1in18L 1infi9k 1in200 1in24.0
DATUM R.L. 19.000
DEPTH TO INVERT il 218 clg 212 513 2|%
G|s s 3|2 S | m Sl
PIPE INVERT 5|8 RS S SRS |2ES ge NS e
LEVELS g8 89998 B SRS | 83%e8s A NS =2
DESIGN SURFACE 0 0 0 . -
LEVELS 3 s < s =
2 41,020 o 2 o4 5 o 2
CHAINAGE =4 IR o 16540 |Hds B 4eies NP 94.396 20.000 &
LINE NO. 07
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STRUCTURE TYPE
LID CLASS
DROP TYPE

* CONSTRUCT BRIDGING
STRUCTURE SPANNING THE
SEWER TRENCH REFER
TYPICAL SECTIONS &
DETAILS FOR BRIDGING
STRUCTURE DETAILS
TRENCHSTOPS,
BULKHEADS & CONCRETE
ENCASEMENTS TO BE
INSTALLED IN
ACCORDANCE WITH SEQ
SEWER CODE
NOTES
1IF SHOWN, WATER AND
ELECTRICAL CROSSING
LOCATIONS ARE
INDICATIVE ONLY.
REFER TO PLANS TO
DETERMINE CROSSING
LOCATIONS. WHERE
SERVICE INDICATES
CLASH WITH SEWER,
SEWER TO TAKE
PRECEDENCE, SERVICE
TO BE CONSTRUCTED
OVER OR UNDER SEWER
ACCORDING TO
SUPERINTENDENTS
INSTRUCTION
2.ALL GRAVITY uPVC
SEWER PIPE TO BE
CLASS SN8 U.N.O.
3.ALL PRESSURE MAINS
PE100 PN16 SDR11
4.ALL EMBEDMENT TYPE
IS TO BE TYPE 3 U.N.O
S.ALL BENDS TO BE
LONG RADIUS BEND,
1.2m RADIUS MIN.
6.CONTRACTOR TO
VERIFY DOWNSTREAM
EXISTING PIPE LEVELS
PRIOR TO
COMMENCEMENT OF
PIPEWORK
7.PROTECTIVE COATING IS
TO BE INSTALLED TO
MAINTENANCE
STRUCTURES {WHERE
REQUIRED) IN
ACCORDANCE WITH
CLAUSE 4.7.2 OF SEQ
SEWERAGE CODE.
8.TRENCHSTOPS IN
ACCORDANCE
WITHSEQ-WAT-1209-1

PIPE DIAMETER {mm)
PIPE GRADE

DATUM R.L.

COURTNEY DR
UPPER COOMERA
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RP DESCRIPTION
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VBl A @Pm ALK
S
S

V|B|A @PW 18°558"
S
S

VIB|A Bpire 3570803
TUNNEL BORE =

EXTERNAL SEWER

VIB|A Slorre 2730
TUNNEL BORE =

CLIENT

(R HB Land

)
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STRUCTURE TYPE
LID CLASS
DROP TYPE

* CONSTRUCT BRIDGING
STRUCTURE SPANNING THE
SEWER TRENCH REFER
TYPICAL SECTIONS &
DETAILS FOR BRIDGING
STRUCTURE DETAILS
TRENCHSTOPS,
BULKHEADS & CONCRETE
ENCASEMENTS TO BE
INSTALLED IN
ACCORDANCE WITH SEQ
SEWER CODE
NOTES
1.IF SHOWN, WATER AND
ELECTRICAL CROSSING
LOCATIONS ARE
INDICATIVE ONLY.
REFER TO PLANS TO
DETERMINE CROSSING
LOCATIONS. WHERE
SERVICE INDICATES
CLASH WITH SEWER,
SEWER TO TAKE
PRECEDENCE, SERVICE
TO BE CONSTRUCTED
OVER OR UNDER SEWER
ACCORDING TO
SUPERINTENDENTS
INSTRUCTION
2.ALL GRAVITY uPVC
SEWER PIPE TO BE
CLASS SN8 U.N.O.
3.ALL PRESSURE MAINS
PE100 PN16 SDR11
4L.ALL EMBEDMENT TYPE
IS TO BE TYPE 3 UN.O
5.ALL BENDS TO BE
LONG RADIUS BEND,
1.2m RADIUS MIN.
6.CONTRACTOR TO
VERIFY DOWNSTREAM
EXISTING PIPE LEVELS
PRIOR TO
COMMENCEMENT OF
PIPEWORK
7.PROTECTIVE COATING IS
TO BE INSTALLED TO
MAINTENANCE
STRUCTURES (WHERE
REQUIRED) IN
ACCORDANCE WITH
CLAUSE 4.7.2 OF SEQ
SEWERAGE CODE.
8.TRENCHSTQOPS IN
ACCORDANCE
WITHSEQ-WAT-1209-1

PIPE DIAMETER (mm)
PIPE GRADE

DATUM R.L.
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EXISTING FEATURES & DEMOLISION
41901-EXTS-020 [PLAN SHEET 1 AlB
41901-EXTS-021 |PLAN SHEET 2 Al B
FINAL SURFACE & SEDIMENT AND EROSION CONTROL
41901-EXTS-080 |PLAN SHEET 1 AlB
41901-EXTS-081 |PLAN SHEET 2 Al B
|SEWER RETICULATION
41901-EXTS-500 |PLAN SHEET 1 AlB
41901-EXTS-501 |PLAN SHEET 2 Al B
41901-EXTS-510 |DETAILS SHEET 1 AlA
PROFILES
41901-EXTS-530 |PROFILES SHEET 1 AlA
41901-EXTS-531 |PROFILES SHEET 2 Al B
41901-EXTS-532 |PROFILES SHEET 3 AlA
|TYPE: C-CIVILCAD A-AUTOCAD P-PLOT H-PHOTOCOPY OF APPROVED DWG D - Pdfs | D | D | | | | | | |
REASON: Z- COUNCIL R - REVISION A - APPROVAL C - CONSTRUCTION S-ASREQUESTED  T-
|TENDER P-PRELIMINARY X - INFORMATION | ZA | ZA | | | | | | |
PLEASE CHECK THAT YOU HAVE RECEIVED ALL DOCUMENTS AS LISTED ABOVE.
| hereby acknowledge receipt of the documents as detailed above.
Signed: Date: / !
Company:
DISCLAIMER

In the event that this transmittal and/or any attachments or associated documents and/or part there of is utilised in any other manner whatsoever
other than under the sole control of Mortons Urban Solutions ABN 39 116 375 065 and for the specific purposes for which it was prepared, ~Mortons - Urban Solutions
ABN 39 116 375 065 will not be liable for such use nor any damages of whatever type or extent which may result.



