
 QLD Electrical Points Installation Heights

Vertical mm Horizontal mm (If required)

Light switches - standard 1350mm

GPO heights- standard 300mm

Kitchen Bench Top 1050mm

Bath/ Ensuite 1050mm

Vaccuum 1500mm 500mm from corner

Garage (General) 1350mm

Fridge 1850mm

Laundry (above bench) 1350mm

Microwave Tower 1575mm

Dishwasher 750mm

Rangehood (Drawer type/ standard) 1800mm

Canopy Rangehood In Ceiling

Gas Cooktop 700mm

Heatpump /Solar HW Units 1200mm

GPO for Rain Bank 1500mm

Waterproof Outlets 600mm

Security GPO in WIR 2100mm

Stove Switch 1050mm

Garage Auto Door-
To 2500 high

2505-3500 high
On Ceiling 3550 from lintel

4550 from lintel

A/C Isolators 1500mm

Wall lights-
Internal
External

2000mm
1900mm

Phone Point Outlets-
General

Wall Phone

300mm
1500mm

TV Aerial Points 300mm
NOTE: All heights measured from S.F.L

(structural floor level)
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11.1 FF ELECTRICAL

DETAILS

SUSTAINABILITY COMPLIANCE
This dwelling has the following inclusions:
1. Triple 'A' rated shower roses.
2. Dual 4.5 litre / 3 litre flush cisterns.
3. 500 kpa pressure limiting devices.
4. Energy efficient lighting to 80% of fixtures.
5. ELECTRIC 280L Heat Pump / Hot Water system
with 7 star energy rating.
6. Provide R2.0 rated wall batt insulation, with
sisalation to external walls, including the garage
external walls.
7. Provide R2.0 wall batts to the internal garage wall.
8. Provide R3.5 rated ceiling batt insulation to the
ceiling of the roof including the alfresco, garage &
porch,  plus whirly birds and snap vents to roof eaves.
9. Provide R3.5 rated ceiling batt insulation to the
cantilevered floor of the upper storey. (ie. above
Porch & Alfresco spaces)
10. Refer to Elevations for selected roof insulation
11. Internal ceiling fans to all habitable living rooms &
bedrooms.
12. Provide R2.5 (90mm) High Density glasswool
batts between floors - Theatre Room only.
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GROUND FLOOR STEEL PLAN

ITEM

HOUSE TO BE CONSTRUCTED TO
BAL-12.5 BUSHFIRE CONSTRUCTION

EXTERNAL WALLS.

WINDOWS

EXTERNAL DOORS

PROVIDE 12.5 BUSH FIRE RATED DOOR

SIDE HUNG DOORS

BRICK VENEER

ALUMINIUM FRAME

MAIN ENTRY

BUSHFIRE RESISTANT FRAME IN ACCORDANCE W/- AS3959-2009 & MINIMUM 4mm
GRADE 'A'  SAFETY GLASS TO SIDELITE. DOORS TO BE TIGHT FITTING TO THE
DOOR FRAME AND/OR ABUTTING DOOR.

PROVIDE WEATHER STRIPS, DRAUGHT EXCLUDERS, OR DRAFT SEALS.

LAUNDRY DOOR.

BUSHFIRE RESISTANT FRAME IN ACCORDANCE W/- AS3959-2009. DOOR TO BE
TIGHT FITTING TO THE DOOR FRAME AND/OR ABUTTING DOOR.
COMPLETELY PROTECTED EXTERNALLY BY A SCREEN , HAVING AN APERTURE
SIZE NO GREATER THAN 2mm , CONSTRUCTED OF CORROSION RESISTANT
ALUMINIUM.

PROVIDE WEATHER STRIPS, DRAUGHT EXCLUDERS, OR DRAFT SEALS.

SLIDING  DOORS

FULLY FRAMED ALUMINIUM W/- GRADE 'A' SAFETY GLASS COMPLIANT W/- AS1288.

THERE ARE NO REQUIREMENTS TO SCREEN THE OPERABLE PART OF EXTERNAL
SLIDING DOORS , HOWEVER, IF SCREENED SHALL HAVE AN APERTURE SIZE NO
GREATER THAN 2mm , CONSTRUCTED OF CORROSION RESISTANT STEEL, BRONZE
OR ALUMINIUM.

GARAGE  DOORS

SECTIONAL OVERHEAD DOOR TO BE OF NON-COMBUSTIBLE MATERIAL & FITTED
W/- SUITABLE SEALS WITH A MAXIMUM GAP NO GREATER THAN 3mm TO PREVENT
ENTRY OF EMBERS.

ROOF COLORBOND ROOF

THE GLAZING SHALL BE ANNEALED (STANDARD 4mm FLOAT ).

PROVIDE  A SCREEN , HAVING AN APERTURE SIZE NO GREATER THAN 2mm ,
CONSTRUCTED OF CORROSION RESISTANT ALUMINIUM TO ALL OPENABLE
PORTIONS OF THE WINDOWS..

WHERE GLAZING IS LESS THAN 400mm FROM A HORIZONTAL SURFACE THAT
EXTENDS GREATER THAN A DISTANCE OF 110mm AND HAS AN ANGLE LESS THAN
18 DEGREES ( GROUND, PORCH, DECK ,ROOF, ETC.) , IT WILL BE GRADE 'A' SAFETY
GLASS WITH A MINIMUM THICKNESS OF 4mm.

ALL EXTERNALLY FITTED HARDWARE TO BE CONSTRUCTED OF METAL.

THE ROOF TO WALL JUNCTION TO BE SEALED SO THAT THERE ARE NO GAPS
GREATER THAN 3mm..
THE ROOF TO BE FULLY SARKED WITH SARKING HAVING A FLAMMIBILITY INDEX
RATING OF NO GREATER THAN 5 AND DIRECTLY BELOW THE ROOF BATTENS SUCH
THAT THE ENTIRE ROOF IS COVERED, INCLUDING THE RIDGE. NO GAPS ARE TO BE
LEFT THAT WOULD PERMIT THE ENTRY OF EMBERS SPECIFICALLY AROUND
FASCIAS, GUTTERS & VALLEYS ETC.

ANY PENETRATION THROUGH THE ROOF WILL BE ADEQUATELY SEALED WITH
NON-COMBUSTIBLE MATERIALS TO PREVENT ANY GAPS GREATER THAN 3mm.

EAVES
ANY PENETRATION THROUGH THE EAVES WILL BE ADEQUATELY SEALED WITH
NON-COMBUSTIBLE MATERIALS TO PREVENT ANY GAPS GREATER THAN 3mm.
ANY GAPS IN THE EAVES GREATER THAN 3mm WILL BE FITTED WITH EMBER
GUARDS MADE OF NON-COMBUSTIBLE MATERIALS , OR A MESH OR PERFORATED
SHEET HAVING A MAXIMUM APERTURE SIZE OF 2mm CONSTRUCTED OF
ALUMINIUM.
JOINTS IN EAVES LININGS TO BE SEALED W/- PLASTIC JOINING STRIPS OR TIMBER
STORM MOULDS AS PERMITTED BY AS3959-2009.

WATER & GAS SUPPLY PIPES.
ALL ABOVE GROUND , EXPOSED WATER & GAS SUPPLY PIPES TO BE METAL.

PROVIDE  A SCREEN , HAVING AN APERTURE SIZE NO GREATER THAN 2mm ,
CONSTRUCTED OF CORROSION RESISTANT ALUMINIUM TO ALL WEEP HOLES AND
VENTS.

CLIENT IS TO REFER TO CURRENT TENDER TO
UNDERSTAND WHAT IS BEING SUPPLIED BY BUILDER

AND WHAT IS RESPONSIBILITY OF CLIENT

17 DETAILS

m²
m²
m²

m²
m²
m²

m²
m²

m²

TOTAL:

PORCH:
GARAGE:

BALCONY:

GROUND FLOOR:
FIRST FLOOR:

AREAS
SITE:

PERIMETERS
TOTAL GROUND FLOOR:
TOTAL FIRST FLOOR:

1154

144.40
146.90
37.79

3.69
N/A

ALFRESCO: 12.20
0.00

344.98

68.68
53.42

COVER SHEET

DRIVEWAY GRADIENT PROFILE
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SITE PLAN

Before entering site please review and
make yourself familiar with Emergency
Contacts. Site Specific Hazards and the
Site Specific Induction information that is
located on the Site Induction Sign. If you
have any trouble understanding this
instruction, contact the Site Supervisor or
Emergency Contact Number located on the
sign.

SITE INDUCTION

60.385m AHD
60.000m AHD
SCRAPE
SCRAPE

SLAB R.L:-
PAD R.L:-

SITEWORKS
CUT:-
FILL:-

SITEWORKS / NOTES
CUT/FILL BATTERS:- 1:3

TENDER SUBJECT TO FULL
COVENANT APPROVAL BY

CLIENT PRIOR TO COUNCIL
LODGEMENT

TENDER SUBJECT TO LOCAL
SHIRE COUNCIL ENERGY

EFFICIENCY REQUIREMENTS

BUILDING PLATFORM
HEIGHT SHOWN IS

APPROX. ONLY & MAY
VARY ON SITE DUE

TO SITE CONDITIONS.

CLARENDON
RESIDENTIAL
TAKES NO
RESPONSIBILITY
FOR DAMAGE TO
EXISTING ACCESS
WAY, RETAINING
WALLS OR FENCES

ENGINEERS SITE
CLASSIFICATION: H2

- YARD GULLY

NO HEAVY COMPACTION
OVER SERVICES

BEST PRACTICE PROCEDURES FOR EROSION
& SEDIMENT CONTROL AS OUTLINED BY
G.C.C.C. REGULATIONS TO BE ADHERED TOENGINEERS WIND

CLASSIFICATION: N3

ALL TRADES ARE TO
REFER TO INFORMATION

PROVIDED SOURCED FROM
DIAL BEFORE YOU DIG

SITE COVERAGE:      17.17%

ROOF HEIGHT CALCULATION
7.886m APPROX . HEIGHT FROM NATURAL

GROUND LEVEL @ MAX.

-O/H Power
U/G Power
Water
Telecom
Gas
Sewer
Stormwater

SERVICES

-
-
-
-
-
-

PP

LEGEND

Lot:
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Area:  
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59.25
YoungStreetTree

Kerb
Outlets

Lip of Barrier Kerb

YoungStreetTree
Garden Edge

Garden Edge
Kerb
Outlets

Concrete Footpath

Conduit 

Conduit 

59.00

Steel Fence on

Concrete Retaining W
all

Conc Ret Wall

SP313554

102
(Vacant)

SP292346

19
SP292346
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COV A

No Peg FdNo Peg Fd

No Peg Fd

No Peg Fd

No Peg Fd Corner notsurveyed

Corner notsurveyed

Corner notsurveyed

CALLI

DENOTES EXTENT
OF COVENANT A

TREES WITHIN THE ZONE OF INFLUENCE.
SUITABLE PRECAUTIONS SHOULD BE
TAKEN SUCH AS ADDITIONAL PIERING

TWO STOREY:

· PROVIDE H2-F TREATMENT TO SOFTWOOD
MEMBERS OF TIMBER FRAME TO GROUND FLOOR
FRAME AND FIRST FLOOR FRAME, STRUC-JOISTS
AND TRUSSES OF HOME IN LIEU OF STANDARD.
NOTE: HARDWOOD TIMBERS EXCLUDED. 

· PROVIDE STRUCTAFLOR TERMINATOR
PARTICLEBOARD FLOORING IN LIEU OF STANDARD.

INCLUDES TERMSPEC PROTECTION.

APPROX SEWER
HC POINT
SL - 59.665 AHD
IL - 57.540 AHD

x2 DISPERSE RW TO
EXISTING  KERB OUTLETS

75mm WIDE SLAB REBATE
EXTENSION FOR INSPECTION
OF TERMITE BARRIER ALONG
ZERO LOT LINE.

60/60/60 FRL ZERO LOT WALL

SERVICES UNDER GARAGE

AC
UNIT

HWS

M/BOX

GAS
BOTTLES

TREES AND ROOT SYSTEMS ON OR IN
CLOSE PROXIMITY TO HOUSE PLATFORM
TO BE REMOVED. ROOT SYSTEM AREAS
TO BE BACKFILLED AND COMPACTED
DURING REMOVAL PROCESS.

RELOCATION OF TREE TO BE ARRANGED
WITH COUNCIL VEGETATION

PROTECTION SERVICES TO ALLOW
FUTURE DRIVEWAY ACCESS

APPROX POSITION OF SEWER 'HOUSE
CONNECTION'. PLUMBER TO CONFIRM ON SITE
PRIOR TO COMMENCEMENT OF EXCAVATION.

SCRAPE TO BUILDING
PLATFORM APPROX

60.000m AHD

PROPOSED DWELLING
60.385m AHD APPROX

EARTHMOVER TO PROVIDE
APPROX 1:100 GRADE TO

ALFRESCO PAD.

EARTHMOVER TO PROVIDE
APPROX 1:100 GRADE TO

PORCH PAD.

LINE OF
 BUILDING

PLATFORM

FOOTPATH TO BE CUT
OUT FOR DRIVEWAY BY
CLARENDON HOMES

RELOCATION OF TREE TO BE ARRANGED WITH
COUNCIL VEGETATION PROTECTION SERVICES TO
ALLOW FUTURE DRIVEWAY ACCESS

RENDER FINISH
LETTERBOX

FOLDALINE CLOTHESLINE.
LOCATION TBC BY CLIENT

POOL BY OWNER DURING
CONSTRUCTION. KEEP
AREA FREE OF ALL
SERVICES

PROVIDE
POOL
BACKWASH
OVERFLOW
FIELD GULLY

EXPOSED
AGGREGATE
DRIVEWAY BY
CLARENDON
HOMES. MAX 1:4
GRADIENT
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