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EXECUTIVE SUMMARY

This report examines and evaluates options for Stormwater Management during the construction and
operational phase for the Proposed Residential Townhouse Development at 202 Baileys Mountain
Road, Upper Coomera.

The strategies proposed in this report will provide short and long term community benefits with an
Environmentally Sensitive Design emphasis.

The Water Sensitive Urban Design objectives are met by:

Erosion and Sediment Control

Provision of sediment fencing, sediment basin and drainage structure protection during construction.
Stormwater Quality

Stormwater produced by the development is proposed to be treated by a bioretention basin.
Stormwater Quantity

The lawful point of Discharge is to be maintained post development.

Peak stormwater flows are proposed to be mitigated with the provision of On Site Detention provided
in the bioretention basin to ensure that no increase in flows post development occurs.
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1.0 INTRODUCTION

1.1 GENERAL INTRODUCTION

Cozens Regan Group Pty Ltd has been commissioned by MG Land Pty Ltd to prepare a Site Based
Stormwater Management Plan for the Proposed Residential Townhouse Development at 202 Baileys
Mountain Road, Upper Coomera.

This Site Based Stormwater Management Plan is required to support a proposed Material Change of
Use application to Gold Coast City Council.

The proposed area of works is shown on the architectural site plan contained in Appendix A.

1.2 SCOPE OF PLAN

In accordance Councils’ City Plan and the Land Development Guidelines - Water Sensitive Urban
Design, the matters which have been addressed within the scope of this report and the area to which
they apply are described below.

e Erosion and Sediment Control
o Stormwater Quality
e Stormwater Quantity

1.3 SITE LOCATION

The subject site is described as Lot 58 on SP191940 located at 202 Baileys Mountain Road, Upper
Coomera. The site is bound by Baileys Mountain Road to the East, Reserve Road to the South and
vacant land to the West and North.

The subject site and approximate area of works is shown in Figure 1 below.

Figure 1 — Aerial Photograph (Qld Globe)
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1.4 SITE DESCRIPTION

The site is currently vacant but historically a house existed, and the remnants of some ancillary
features still remain. The site is mostly cleared with a number of existing trees, the ground has good
grass coverage throughout.

The site generally falls from the north west to the south east. The levels of the site range from RL
36.80 in the north west corner down to R.L 20.80 in the south east corner.

The total site area is equal to 3,087 ha. A contour and detail survey has been produced for the site
and is contained within Appendix B

1.5 DESCRIPTION OF DEVELOPMENT

The proposed development incorporates the construction of a Residential Townhouse Development.
The development will require the construction of buildings, access driveways, parking areas,
stormwater, sewer, water supply and landscaping.

Refer the Architectural Site Plan contained within Appendix A for more information in regards to the
proposed development.
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2.0 SEDIMENT AND EROSION CONTROL
21 OBJECTIVES

The objectives of this erosion and sediment control plan are:

a) To conceptually address the issue of erosion and sediment control for the construction of the
proposed Residential Townhouse Development on the site.

b) To demonstrate that the water quality of the receiving waters is not worsened by the site
development.

c) Minimise sediment transport in surface water runoff during the construction and operational
stages.

d) Provide a monitoring and maintenance programme for implementation during the construction
phase.

2.2 POTENTIAL SEDIMENT GENERATION

The development will result in one catchment from which sediment can be generated. The area to be
disturbed is approximately 2.0 hawhich is the proposed earthworks area. While the potential exists for
sediment to be generated during the construction phase, the potential sediment volume is dependent
upon rainfall, site topography, the material type exposed, flow characteristics, and the construction
practices and programme.

Control of the construction impacts is the primary objective for sediment and erosion control practices.

The management of erosion and sediment control for the development has been undertaken in
accordance with Gold Coast City Council Planning Scheme — Land Development Guidelines and the
referenced Best Management Practices for Sediment and Erosion Control.

Based on the expected potential for sediment generated, the provision of a high efficiency sediment
basin has been proposed along with a series of stabilised drains, sediment fence traps and
stormwater pit protection measures. These provisions are considered adequate to control the
mobilisation of sediment.

The installation of pollution control devices in the operational phase will decrease further the potential
sediment loading; however the effect of these is ignored.

2.3 CONSTRUCTION PHASE CONTROL MEASURES

The works proposed to control erosion are:

a) Erect sediment and dust fences at the lower perimeter of the site. Sediment fences to be

included on site safety fence, including hessian or approved dust control cloth.

) Construct sediment basins in specified areas.

) Remove from the site any material which is not required for rehabilitation of disturbed areas.

d) Preparation of roadways, building pads and removal of surplus material off site.

) Stabilise flow paths along proposed roadways

f) Exposed soils and stockpiles are to be watered, as required, to minimise soil losses as a
result of wind.

g) Place geo-textile field gully inlet filters and drainage structure protection around entry points to
the drainage system until the pavement is complete or until grass is established.

h) Finalised earthworks to be top soiled and seeded/hydro-mulched or landscaped as directed.
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i) Construct buildings.

j) Geo-textile filters to be replaced with mesh filters until landscaping is complete and stabilised.

k) Maintain all sediment devices and other interim controls regularly. Including the removal of
accumulated sediment.

I) Remove sediment fences and inlet filters including accumulated sediment after the
establishment of the landscaping and grass cover.

24 MAINTENANCE

The installation of erosion and sediment control devices requires maintenance of these devices to
ensure their effectiveness in the control of potential environmental impact. Summary of the
maintenance requirements for this project are detailed below.

The Contractor is responsible for the installation and maintenance of the sediment and erosion control
measures during the construction phase and the defects liability period (normally six months).

Maintenance responsibilities for the establishment of vegetation, that is the requirement to irrigate the
plants and grass used to generate ground cover lies with the Contractor initially but ultimately reverts
to the owner once the defects liability period has expired.

Maintenance will require:

a) Inspection of silt fences and drainage paths during construction and after any rainfall event.
b) Clean out sediment build-up following each event that causes deposits.

c) Clean up soil and sediment deposits promptly as they occur.

d) Provide inlet protection where soil disturbance is to occur.

2.5 RESPONSES TO COMPLAINTS

Complaints during this type of construction usually relate to noise and dust. Generally the complaint
is made known to the Contractor, the Principal, the Superintendent and/or the Council.

The Contractor shall keep a record of all complaints identifying the nature of the complaint and any
remedial action taken to address such complaint. The Contractor shall act as soon as possible to
remedy the problem, if the complaint is considered valid and reasonable. A complaints record shall
be made available by the contractor for regular inspection by the Superintendent. For the purpose of
direction by others, the Contractor’s details are to be supplied to Council prior to commencement of
the works.

Complaints relating to dust shall require the Contractor to immediately water the exposed earth
surfaces and any soil stockpile areas as well as haul roads to control dust. Such watering shall occur
immediately after the complaint is registered with the Contractor. Watering should continue
periodically until conditions suit, or the works are completed to a state that prevents dust transport.

2.6 MONITORING

The installation of the erosion and sediment control measures as detailed in this report and attached
figures will ameliorate potential impact to water quality in the receiving waters. A monitoring program
is proposed to ensure that the control measures achieve the desired goals. It is considered
appropriate that only a visual monitoring program be required. Following rainfall events and prior to
discharge water quality monitoring will be conducted on the any stored water to check suspended
solids.
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3.0 STORMWATER QUALITY ASSESSSMENT

3.1 WATER QUALITY TREATMENT TARGETS

The Gold Coast City Council City Plan — Land Development Guidelines - Water Sensitive Urban
Design sets the requirements for stormwater quality management for the site which also reference the
Queensland State Planning policy.

The Objective for stormwater treatment consist of pollution reduction targets as follows.

Table 3.1: Pollutant Reduction Targets

Pollutant Reduction Target

Total Suspended Solids |80%
(TSS)

Total Phosporus (TP) 60%

Total Nitrogen (TN) 45%

Gross Pollutants 90%

As the development is for a residential development a bioretention solution meeting the above targets
is proposed.

3.2 BIORETENTION SIZING & SPECIFICATION

As discussed in section 3.1 in order to meet the pollutant reduction targets a bioretention basin is
proposed. To confirm the proposed size of the bioretention basin to meet the targets, water quality
modelling with the software package MUSIC has been undertaken. The Music model has been
calibrated in accordance with the Gold Coast City Council MUSIC modelling guidelines.

The catchment breakdown for the site has been determined as follows.

Table 3.2: Pollutant Reduction Targets

Catchment Area Type Area Impervious Fraction
Roofs 0.5768 100%
TOWNHOUSE
DEVELOPMENT|Roads & Driveways 0.5609 100%
SITE
Ground 0.5925 30%
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Figure 3.2: MUSIC Model output

As demonstrated above the proposed music model confirms the pollutant reduction achieved is
84.4% for TSS, 62.4% for TP, 51.3% for TN and 100% for GP.

The proposed bioretention basins therefore provide sufficient treatment in accordance the Council
requirements. Refer to 230094/SK05_Bioretention Basin Plan & Details for the location and layout of
the treatment system and 230094/SK00-SKO02 for the Civil stormwater drainage system.

3.3 MONITORING

The objective is to provide a stormwater drainage system that reduces the impact the development
may pose to the local environment. Management practices to assist in the reduction of the reliance on
the primary treatment structures will be implemented.

Provision of long term water quality monitoring for this development is considered impractical and is
not supported.

The Contractor/Builder is responsible for the installation and maintenance of the primary control
measures, being the bioretention basin during the construction phase and the defects liability period.

Maintenance responsibilities for the operating life of the project revert to the Owner/ business
operators once the defects liability period has expired.

Maintenance will require as a minimum:
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e Regular inspections after rainfall events.

e Cleaning/replacement of the treatment devices in accordance with the Water by Design
Technical Guidelines.

e Removal of accumulated gross pollutants.

Failure to maintain the proposed stormwater treatment devices and infrastructure will lead to poor site
amenity, increased potential for erosion, scouring, increased discharges of stormwater pollutants, and
higher potential for adverse stormwater impacts to be imposed on adjacent and downstream
properties and waterways.
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4.0 STORMWATER QUANTITY
41 LAWFUL POINT OF DISCHARGE

In accordance with Section 3 of the Queensland Urban Drainage Manual all development must
address the 3 Point Lawful Point of Discharge Test.

The criteria for determining the lawful point of discharge are:
(i) Will the proposed development alter the site’s stormwater discharge characteristics in a
manner that may substantially damage a third party property?

It is the objectives of this stormwater quantity assessment to ensure that ‘no worsening’ occurs and
therefore the answer to this test is no and thus no further steps are required to obtain tenure for a
lawful point discharge (assuming any previous circumstances and changes were lawful).

The development site is proposed to discharge into the existing waterway traversing the site via a
piped drainage system. This existing waterway is considered the sites lawful points of discharge.

The subject development does not propose to alter the drainage characteristics of the site and thus
the tenure for lawful point of discharge is not required.

4.2 OBJECTIVES

In accordance with the requirements of Gold Coast City Council — City Plan Version 6 the
development is to ensure the following design objectives are met for stormwater quantity over the site.

All runoff from developed catchments is managed to ensure that property and infrastructure upstream
or downstream is protected from impacts of flooding and meets with the following:

1) development does not adversely impact on land, drainage system or watercourse;
2) the flood behaviour of the whole catchment must not change as a result of the development; and
3) at the boundary of the development site or at nominated locations downstream of the
development the following is achieved:
(a) noincrease in peak flood flow rate for all events up to and including the 1% AEP
(i.e. 100 year ARI) event;
(b) noincreased in peak flood velocities;
(c) noincrease in flood level for all events up to and including the 1% AEP (i.e. 100
year ARI) event;
(d) no material change in rate of flood rise; and
(e) stormwater outfall or discharge is located to avoid conflict with existing usage of
downstream land or impact on existing waterway or drainage.

4.3 EXTERNAL CATCHMENTS

The site is affected by external catchments which discharge through the site. These catchments have
been further assessed within the Hydraulic Impact Assessment prepared by Alan & Dennis..
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4.4 DETERMINATION OF AN INCREASE IN PEAK STORMWATER
DISCHARGE

In accordance with QUDM the rational method was adopted to calculate the peak stormwater
discharges for the site to compare both the pre-developed and developed scenario.

Parameters adopted for use in the rational method calculation are in accordance with the Queensland
Urban Drainage Manual and are highlighted below.

TABLE 4.4.1: RATIONAL METHOD PEAK FLOWS

Area | Tc Tc ARI | % AEP/EY | Existing Post development
Catchment | (ha) (exist) | (Dev)
i Q ] Q

C (mm/hr) | (m¥s) | C (mm/hr) [ (m¥s)

1 1EY 0.56 80.1 0216 | 0.67 89 | 0285

2 0.5EY 0.6 100 0.288 | 0.71 11 | 0379

Proposed 5 0.2EY 0.67 124 0399 | 08 138 | 0.531

Towgrtlouse 173 | 14 11 | 10 10% 0.70 143 0481 | 084 | 158 | 0.638

e

20 5% 0.74 163 0580 | 088 | 181 | 0.765

50 2% 0.81 189 0736 | 097 | 200 | 0974

100 1% 0.84 208 0840 | 100 | 231 | 1110

The peak stormwater discharge comparison was assessed for all AEP’s 1EY, 0.5EY, 0.2EY, 10%,
5%, 2% up to the 1% AEP event.

Refer to Appendix D for more detailed peak stormwater discharge calculations.

The results from these calculations show that the development will result in an increase in peak
stormwater flows in the unmitigated state due to an increase in the amount of impervious area and a
decrease in the time of concentration and therefore mitigation is required.

4.5 ON SITE DETENTION/RETENTION
Hydrologic Routing Analysis

In order to meet the Gold Coast City Council and QUDM requirements of a ‘no-worsening’ affect to
downstream stormwater infrastructure, the peak stormwater flows for the developed scenario are
required to be reduced to that equal to or less than pre-developed conditions. This reduction in peak
stormwater discharge is proposed to be met by providing an on-site stormwater detention system.

In accordance with QUDM and as requested by Gold Coast City Council, the hydraulic modelling was
assessed within computer routing software (Drains) to assess the pre-development and post
development cases to determine the volume of On Site Detention required to maintain pre-developed
flows.

A breakdown of the pre, post and mitigated flows and proposed detention are shown in the following
table.
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TABLE 4.5 — DRAINS PEAK DISCHARGE CALCULATIONS

Catchment ARl | AEP/EY | Pre-developed | Post-developed | Post-developed
Flow Rates Flow Rates un- Flow Rates
(m?3/s) mitigated (m3/s) | mitigated (m%/s)
1 1EY 0.216 0.277 0.214
2 0.5EY 0.288 0.370 0.287
5 0.2 EY 0.400 0.513 0.395
Proposed
Townhouse 10 10% AEP [ 0.487 0.627 0.481
Site
20 5% AEP 0.583 0.750 0.577
50 2% AEP 0.738 0.927 0.737
100 1% AEP 0.883 1.04 0.881

TABLE 4.6 — ON SITE DETENTION CALCULATIONS

Catchment ARl | AEP ON SITE DETENTION (m3)

Proposed 100 1% 247
Townhouse
Site

This On Site Detention Storage is proposed to be provided within the proposed bioretention basin
above the extended detention depth.

An orifice plate or weir arrangement will be required to be installed within the discharge control pit in
order to restrict flows to that equal or less than existing.

The abovementioned stormwater detention requirements if installed correctly will sufficiently attenuate
stormwater flows to that of predevelopment rate and will mitigate any potential adverse effects on
downstream/neighbouring infrastructure or property in accordance with the objectives of this section.

Refer to Appendix E for peak stormwater Calculations & Drains Model Results.

Refer to 230176/SK01-SK02_Concept Civil Works Plans and 230176/SK05 _Concept Bio Basin Plan
& Details for more information relating to the detention location and outlet configuration.
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5.0 QUALIFICATIONS

This site based stormwater management plan for 202 Baileys Mountain Road, Upper Coomera has
been prepared specifically for this development as requested by MG Land Pty Ltd. Our analysis and
approach is limited to the scope stated at the beginning of the report. As such third parties are not
authorised to utilise this report without the written approval and advice form Cozens Regan Group Pty
Ltd.

Cozens Regan Group Pty Ltd relied on the following supplied information in preparation of this report:

¢ Building and site layout supplied by Red Door Architecture.
e Detailed Survey supplied by Focus on Surveying
e Rainfall data provided by the Bureau of Meteorology

The accuracy of this report is dependent on the accuracy of the information supplied.

While Cozens Regan Group Pty Ltd has taken every precaution to ensure the accuracy of the
assessment it should be noted that the design is based on predicted rainfall data only and as such
future observed flows may vary from that predicted.
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REFERENCES

Gold Coast City Council City Plan — Land Development Guidelines - Water Sensitive Urban
Design (WSUD)

Water by Design - Music Modelling Guidelines 2006

State Planning Policy 2017 — Health Waters

Queensland Urban Drainage Manual 2016(Natural Resources and Water)

Urban Stormwater — Queensland best practice environmental guidelines January 2009
(Environmental Protection Agency)

Queensland Water Quality Guidelines Version 3 September 2009 (Department of
Environment and Resource Management)

Urban Stormwater Quality Planning Guidelines (Department of Environment and Resource
Management 2010);
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Appendix A

Proposed Site Plan
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HIGH EFFICIENCY 'TYPE B' SEDIMENT BASIN
INSTALLED & MAINTAINED GENERALLY AS PER
‘TYPE B DEEMED TO COMPLY' PROPOSED IN
APPENDIX A OF WATER BY DESIGN DOCUMENT
TITLED SEDIMENT MANAGEMENT ON CONSTRUCTION
SITES AND AS SHOWN ON DRG CO6.

BASIN CATCHMENT AREA

SPILLWAY AS PER IECA STD ES-1
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ALL UNDERGROUND SERVICES SHOULD BE LOCATED ONSITE BY
RELEVANT AUTHORITIES BEFORE ANY WORK IS COMMENCED.

% UNDER QUEENSLAND LEGISLATION, THE GENERAL

BIOSECURITY OBLIGATION REQUIRES ALL REASONABLE
STEPS TO BE TAKEN TO PREVENT THE SPREAD OF FIRE ANTS.

ALL SUSPECTED SIGHTINGS OF FIRE ANTS MUST BE REPORTED WITHIN
24 HOURS OF THEIR DISCOVERY (PH: 13 25 23). THE MOVEMENT OF
FIRE ANTS IS PROHIBITED. FAILING TO COMPLY MAY INCUR PENALTIES.

THE CONTRACTOR SHALL ACQUIRE THE NECESSARY PERMITS AND
EDUCATION TO MOVE ORGANIC MATERIALS THAT MAY CONTAIN FIRE ANTS.
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ERGSION AND SEDIMENT CONTROL SEQUENCING NOTES

ONCE ALL GULLY PITS ARE CONSTRUCTED AND BASE COURSE HAS BEEN LAID.
e HES BASINS TO REMAIN UNTIL 70% OF THE SITE HAS BEEN STABILSED.

PHASE 2 - BALANCE OF BULK EARTHWORKS, ROADWORKS AND UNDERGROUND SERVICES INSTALLATION

o MAINTAIN ALL EROSION AND SEDIMENT CONTROL MEASURES (L.E. SILT FENCES, CHECK DAMS, CLEAN WATER
DIVERSION DRAIN) BURING THE CONSTRUCTION OF THE UNDERGROUND SERVICES AND ROADWAY.

e ONCE THE CONSTRUCTION OF THE UNDERGROUND SERVICES AND ROADWAY HAS BEEN COMPLETED ALL
DISTURBED AREA ARE TO BE STABILISED VIA HEAVY POLYMER SPRAY AND WITHIN 6 WEEK TIMEFRAME.

o CONNECT ANY SEALED PAVEMENTS TO THE STORMWATER SYSTEM AND INSTALL KERB INLET PROTECTIONS

POLYMER SPRAY APPLICATION RATE:
100L OF POLYMER 1000L OF WATER =
1096 POLYMER/WATER SOLUTION.
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FABRIC SOCK
OVER DRAINCOIL

STD. KERB AND CHANNEL

STD. SAG GULLY PIT —
SIMILAR FOR GULLY
ON GRADE.

L

=

FABRIC SOCK
OVER DRAINCOIL

150 @ DRAINCOIL - FORCED INTO GULLY
/ OPENING AND TIED DOWN TO GRATE.

2.5m
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o
- 3 90%9%0%0 m
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GEO-TEXTILE FILTER FABRIC
SILT FENCE WITH STAR PICKETS
REFER DETAIL

EMBEDDED ST
0.2|T| (MIN) "Y.:m'w’»‘o:; B SN
v TR NS

300-500mm HIGH

ROCK CHECK DAM

GRATE WRAPPED IN FILTER FABRIC £
(=)
SILTATION CONTROL AT GULLY PIT (EXISTING) s |
oM
SCALE 1:50 | |
TO BE PROVIDED AT EXISTING GULLY PITS EXTERNAL TO SITE WHERE DIRECTED. 25m
SECTIONm
SILTATION TRAP DETAILS
SCALE 1:50 REFER LAYOUT PLAN FOR SURFACE
TREATMENT AT WEIR OUTLET,
WEIR TO BE 600mm WIDE | |
UN.0. ON LAYOUT PLAN. |~ |
CLIP FILTER CLOTH TO WIRE
SUPPORT AT 600 CRS. — 50 x 50 H.W. TIMBER STAKES OR LAP FILTER CLOTH OVER | B |
STAR PICKETS AT MAX.2.0m CRS. SUPPORT MIN. 100mm
— WIRE CLOTH TO DRIVEN FIRMLY INTO GROUND. CONSTRUCT WEIR SIMILAR L WEIR HEIGHT TO BE 150mm
EACH STAKE TO SEDIMENT FENCE. UN.O. ON LAYQUT PLAN.
FILTER FABRIC TO BE PROPEX
- OR APPROVED EQUIVALENT.
1 1 1
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Drain invert 200mm
(min) above level
spreader crest RL

Level Spreader crest
200mm (min) above
Outlet Spillway Crest

Rainfall activated
dosing unit (Floc Box TM
or equivalent)

|

v

Forebay Mixing
Zone

Outlet Spillway
(refer detail)

\/

Settling Zone

Sediment Storage Zone

Type B Sediment Basin Long Section (Typical NTS)

Level Spreader
(refer detail)

Stabilise all batters using a durable
erosion resistant capping layer.

O

Runoff

\ 4

W ST

100x25mm timber set at least 30mm proud of finished
surface of earthen embankment. A durable erosion
resistant capping layer to be provided to the surface of
the earthen embankment as shown. If capping layer

not capable of securing the timber in place it is
recommended the timber be set into a 300x300mm
concrete beam with at least 30mm proud of beam and
with nails at 1.2m centres with at least 25mm exposed

to prevent lifting.

/

Erosion resistant capping layer to extend up side of

/ level spreader

Refer to typical cross-section

Nz 2z Z N Z I ZN A

il

Erosion resistant capping layer to be provided down

batter to minimum 500mm below the lower of
permanent water level or outlet spillway crest.
Depending on soil properties, black plastic or

Level Spreader Details - Typical Long Section (NTS)

concrete may be required to minimise scour potential.

M

Supernatant

Inlet Drain/Culvert

Forebay Mixing Zone

(10% of Settling Zone

Basin Perspective (looking downstream)

Notes:

Auto Doser
1. Installed to manufacturers specification.

2. Doser and supply of flocculant to be
provided on level pad within 10m of dosing
point.

3. All-weather access track to be provided
to doser.

Basin construction:

Materials-

5. Earth Fill: clean soil with Emerson

Class 2(1), 3, 4 or 5 and free of roots,
woody vegetation, rocks and other
unsuitable material. Soil with Emerson
Class 4 and 5 may not be suitable
depending on particle size distribution

and degree of dispersion. Class 2(1)
should only be used upon recommendation

from geotechnical specialist.

6. Spillway rock: hard, angular, durable,
weather resistant and evenly graded rock
with 50% by weight larger than the
specified nominal (d50) rock size. Large
rock should dominate, with sufficient
small rock to fill the voids between

larger rock. the diameter of the largest
rock should be no larger than 1.5 times
the nominal rock size. The specific

gravity should be at least 2.5.

7. Durable erosion resistant capping to
manufacturers specifications. if
Geotextile fabric used it is to be heavy
duty, needle-punched, non-woven cloth,
minimum 'bidim' A24 or equivalent.

Volume)

Settling Zone Length:Width (3:1)
Refer to Table 1 for minimum
Settling Zone Volume

Type B Sediment Basin Plan View (Typical NTS)

Construction-

8. Notwithstanding any description contained
with approved plans or specifications, the
Contractor shall be responsible for

satisfying themselves as to the nature and
extent of the specified works and the
physical and legal conditions under which
the works will be carried out. This shall
include means of access, extent of clearing,
nature of the materials to be excavated,

type and size of mechanical plant required,
location and suitability of water supply for
construction and testing purposes, and any
other likely matters affecting the
construction of the works.

9. Refer to approved plans for location,
dimensions, and construction details. If
there are questions or problems with the
location, dimensions, or method of
installation, contact the engineer or
responsible on-site officer for assistance.

10. Before starting any clearing or
construction, ensure all the necessary
materials and components are on the site to
avoid delays in completing the sediment
basin once works begin.

11. Install requires short term sediment
control measures downstream of the proposed
earthworks to control sediment runoff during
construction of the basin.

12. The area to be covered by the
embankment, borrow pits and incidental
works, together with an area extending
beyond the limits of each for a distance not
exceeding five (5) metres all around must be
cleared of all trees, scrub, stumps, roots,
dead timber and rubbish and disposed of in
a suitable manner. Delay clearing the main
basin area until the embankment is complete.
13. Ensure all holes made by grubbing within
the embankment footprint are filled with
sound material, adequately compacted, and
finished flush with the natural surface.

Cut-off Trench-

14. Before construction of the cut-off

trench or any ancillary works within the
embankment footprint, all grass growth and
topsoil must be removed from the area to be
occupied by the embankment and must be
deposited clear of this area and reserved
for topdressing the completed embankment.

Basin Perspective (looking upstream)

15. Excavate a cut-off trench along the centre
line of the earth fill embankment. Cut the
trench to stable soil material, but in no case
make it less than 600mm deep. the cut-off
trench must extend into both abutments to at
least the elevation of the outlet spillway

crest. Make the minimum bottom width wide
enough to permit operation of the excavation
and compaction equipment, but in no case less
than 600mm. Make the side slopes of the trench
no steeper than 1:1 (H:V).

16. Ensure all water, loose soil, and rock are
removed from the trench before backfilling
commences. The cut-off trench must be
backfilled with select earth-fill of the type
specified for the embankment, and this soil
must have a moisture content and degree of
compaction the same as specified for the core
zone.

17. Material excavated from the cut-off trench
may be used in the construction of the
embankment provided it is suitable and it is
placed in the correct zone according to its
classification.

Embankment-

18. Scarify areas on which fill is to be

placed before placing the fill.

19. Ensure al fill material used to form the
embankment meets the specifications certified
by a soil scientist of geotechnical

specialist.

20. The fill material must contain sufficient
moisture so it can be formed by hand into a
ball without crumbling. If water can be
squeezed out of the ball, it is too wet for
proper compaction. Place fill material in 150
to 200mm continuous layers over the entire
length of the fill area and then compact

before placement of further fill.

21. Unless specified on the approved plans,
compact the soil at about 1% to 2% wet optimum
and to 95% modified or 100% standard
compaction.embankment to an elevation 10%
higher than the design height to allow for
settling

22. Where both dispersive and non-dispersive
classified earth-fill materials are available,
non-dispersive earth-fill must be used in the
core zone. the remaining classified earth-fill
materials must only be used as directed by the
site superintendent.

\ 4

Outlet Spillway
(refer detail)

23. Where specified, construct the embankment
to an elevation 10% higher than the design
height to allow for settling; otherwise

finished dimensions of the embankment after
application of the durable erosion resistant
capping layer must conform to the drawing with
a tolerance of 75mm from specified dimensions.
24. Ensure debris and other unsuitable

building waste is not placed within the earth
embankment.

25. After completion of the embankment all
loose uncompacted earth-fill material on the
upstream and downstream batter must be removed
prior to applying the durable erosion

resistant capping layer.

26. Apply durable erosion resistant capping
layer to all exposed earth as directed within

the approved plans.

Spillway construction-

27. The spillway must be excavated as shown on
the plans, and the excavated material if
classified as suitable, must be used in the
embankment, and if not suitable it must be
disposed of into spoil heaps.

28. Ensure excavated dimensions allow adequate
boxing-out such that the specified elevations,
grades, chute width, and entrance and exit
slopes for the emergency spillway will be
achieved after placement of the rock or other
scour protection measures as specified in the
plans.

29. Place specified scour protection measures
on the emergency spillway. Ensure the finished
grade blends with the surrounding area to

allow a smooth flow transition from spillway

to downstream channel.

\/

= |

Level Spreader Details - Typical Cross Section (NTS)

1] ///////////// ] //// 500 Settling Basin
=
>
////////

Spillway to extend the full width of the basin.
minimum embankment height 500mm over
spillway crest level

NWANZN WA

Extend rock scour protection and if used

| concrete plinth (not shown) to embankment

crest.

Maximum pond water prior to spillway discharge

%memwmwm

N

1in 2 Typical

Bidim A24 Geotextile or equal (if used). Alternatively,

if spillway excavated into stiff non-dispersive clay the
option to cap the spillway crest surface with a
durable erosion resistant capping layer overlain with

Outlet Spillway Details - Typical Long Section (NTS)

Concrete plinth to seal spillway crest to prevent water
seepage through rocks. Alternatively, if spillway excavated
into stiff non-dispersive clay the option to cap the spillway
surface with a durable erosion resistant capping layer overlain
with rock (in lieu of goefabric and concrete plinth).

__Spillway Crest

Settling Basin

ole
(] Spillway
’@*\Ql..?... . hute Rock placement and
\ \ = ‘«‘.LQK‘ grading (refer to

:IH ’/’” ~.“ .r‘:& .. Construction Notes)

q 2> anathl
i s'alg 0’y
IEai=Sergetele
I ‘“93"9.(!.0&‘..@.
dilnE: )

Outlet Spillway Details - Typical Cross Section (NTS)

30. If a synthetic filter fabric underlay is

specified, place the fabric directly on the

prepared foundation. if more than 1 sheet of

filter fabric is required, overlap the edges

by at least 300mm and place anchor pins at
minimum 1m spacing along the overlap. bury the
upstream end of the filter fabric a minimum
300mm below ground and where necessary, bury
the lower end of the fabric or overlap a

minimum 300mm over the next downstream section
as required. Ensure the filter fabric extends

at least 1000mm upstream of the spillway

crest.

31. Take care not to damage the fabric during

or after placement. If damage occurs, remove

the rock and repair the sheet by adding

another layer of fabric with a minimum overlap

of 300mm around the damaged area.3If extensive
damage is suspected, remove and replace the

entire sheet.
32. where large rock is used, or machine

placement is difficult, a minimum 100mm layer
of fine gravel, aggregate, or sand may be
needed to protect the fabric.

33. Placement of rock should follow
immediately after placement of the filter
fabric. Place rock so that it forms a dense,
well graded mass of rock with a minimum of
voids. the desired distribution of rock
throughout the mass may be obtained by
selective loading at the quarry and controlled
dumping during final placement.

34. The finished slope should be free of
pockets of small rock or clusters of large
rocks. Hand placing may be necessary to
achieve the proper distribution of rock sizes
to produce a relatively smooth, uniform
surface. the finished grade of the rock should
blend with the surrounding are. No overfall or
protrusion of rock should be apparent.

Table 1 - Settling Zone Volume

35. Ensure that the final arrangement of the
spillway crest will not promote excessive flow
through the rock such that the water can be
retained within the settling basin at the
elevation no less than 50mm above of below the
nominated spillway crest elevation.
Establishing the settling pond-

36. The area to be covered by the stored water
outside of the limits of the borrow pits must

be cleared of rubbish. Trees must be cut down
stump high and removed from the immediate
vicinity of the work.

37. Establish all required inflow chutes and
inlet baffles, if specified, to enable water

to discharge into the basin in a manner that
will not cause soil erosion or the
re-suspension of settled sediment.

38. Install a sediment storage level marker
post with a cross member set just below the
top of the sediment storage zone (as specified
on the approved plans). Use at least a 75mm
wide post firmly set into the basin floor.

39. If specified, install internal settling

pond baffles. Ensure the crest of these

baffles is set level with, or just below, the
elevation of the emergency spillway.

40. Install all appropriate measures to
minimise safety risk to on-site personnel and
the public caused by the presence of the
settling pond. Avoid steep, smooth internal
slopes. Appropriately fence the settling pond
and post warning signs if unsupervised public
access is likely or there is considered to be

an unacceptable risk to the public.

rock (in lieu of goefabric and concrete plinth).

Standard Type B High Efficiency Sediment
Basin for Small Catchments (<2ha)
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24 HOURS OF THEIR DISCOVERY (PH: 13 25 23). THE MOVEMENT OF
FIRE ANTS IS PROHIBITED. FAILING TO COMPLY MAY INCUR PENALTIES.

THE CONTRACTOR SHALL ACQUIRE THE NECESSARY PERMITS AND
EDUCATION TO MOVE ORGANIC MATERIALS THAT MAY CONTAIN FIRE ANTS.

DRAINAGE LAYER
2-5mm SCREENINGS COARSE SAND/GRAVEL

S

SLOTTED 100mm RIGID PIPE (uPVC OR SIMILAR TO AS 2439.1) OR APPROVED EQUIVALENT, 0.5% (DESIGNED IAW WSUD TDG SECTION 53.4 2)

N
g a - - AN ( |
/// // /// N N |
/ ) P A N /, LEGEND
y V //// e ral //”/// \\\\\\\\ \\ \\ \ \ /
y y, s - o o N | \ \ < PROPOSED BIO-RETENTION BASIN
/ s _ e N \\ \ \ . \\ _
y 7 7 FUTURE ROAD RESERVE - “~ \ \ \
// e - - N \\
. Yy, e e s S ~ N \ ‘\ ‘\ - PROPOSED ACCESS RAMP
// /// // // \\ \\\ \
/ / /// - /// e N\ ~ ) - - - \ \\
y - - - - \ ‘ \ \ \ PROPOSED OVERFLOW ON SITE
) . 7 7 et e AN - - - ‘ N \ A DETENTION AREA
Ve e Pre e \\\ \ -
/ - /// ol /// -\\ ~ Se— " ’\\/ \\ /> ==i==i==i==i=s=ims PROPOSED BLOCK
- EMERGENCY OVERFLOW WEIR - - ~. —_— T \ y BRW
/ - e . _ATRL 26100 - - . - ~ \ Y // RETAINING WALL
/ g ‘ " \ | LAWFUL POINT OF DISCHARGE oy
—_— ~ \ > /
I N \ / /' // // // // // //
AN / / / / / / / /
S /> / // / // / / ; by
7509 RCP CL3 -~ S A N A /
4L3m @ 2.8% . | A |
3L 23700 I S / /’/
DSIL 22.500 N A A A !
A I / // // // / ///
\\ L / / / / // //
\ } } | / // // // / /!
| \\ I } ( / / / ///
’ PLANT SPECIES & PLANTING DENSITY TO — BIO FILTER MEDIA SURFACE
| BE CARRIED OUT IN ACCORDANCE WITH WV TO BE FLAT.
! ”VlPORTANT NOTE THE 'WATER SENSITIVE URBAN DESIGN"  ~——7 S ;3\ T—F FILTER MEDIA
e ’ : TECHNICAL DESIGN GUIDELINES FOR STH. IR “SOUTHERN PACIFIC SANDS PTY LTD - BIORET PLUS" OR
__________ - EAST QLD.- VERSION 1 JUNE 2006- S APPROVED EQUIVALENT SANDY LOAM WITH 400-500mm/hr
’ ! BEFORE TABLE A-1AND A-2. S D i O SATURATED HYDRAULIC CONDUCTIVITY.
Lo el e e e i 2] IN=SITU HYDRAULIC CONDUCTIVITY TO REACH 180mm/hr
| , @ YOU DIG < L L ONCE SETTLEMENT AND COMPACTION HAS TAKEN PLACE.
! W' www.byda.com.au of Syt el i e T ORGANIC CONTENT 4.4% DRY WEIGHT
’ l| ALL UNDERGROUND SERVICES SHOULD BE LOCATED ONSITE BY Sl [ e PARTICLE SIZE 3% PASSING 0.05mm /)
’ RELEVANT AUTHORITIES BEFORE ANY WORK IS COMMENCED. WW 2 BETWEEN >5957/7 EASSING 2mm (w/w)
I Sy pH. 5-7.
UNDER QUEENSLAND LEGISLATION, THE GENERAL /. 2/ .
! ! % BIOSECURITY OBLIGATION REQUIRES ALL REASONABLE RS BT e | 3= PHOSPHORUS CONCENTRATION <100mg/kg
, I STEPS TO BE TAKEN TO PREVENT THE SPREAD OF FIRE ANTS. %g\vﬁ”@&(’s}/\gé T’\;\ X § TRANSITION LAYER
| ALL SUSPECTED SIGHTINGS OF FIRE ANTS MUST BE REPORTED WITHIN Uy E””v%;}@ﬁé 1mm COARSE SAND
| = AN AL Y o — 1 (DESIGNED IAW WSUD TDG SECTION 5.3.4.3)
E

|
- |
v |
| MIN. GRADE, SPACED EQUALLY AT 1.5m CENTRES (REFER IPWEAQ STANDARD DRAWING WSUD-001)
B i A
b i
” PROPOSED VEHICLE SAFETY ——=" ’ TYPICAL BIOGRETENTION SECTION
|~ FENCE TO FUTURE DETAILS.
' |
! =
3 al
] @ o
| & 1% AEP DETENTION EXTENDED BETENTION '//— PROPOSED SAFETY FENCE
| LEVEL RL.26.10m LEVEL RL.25.40m
EXTENDED DETENTION ~—\ o | T -
/ = : EMERGENCY OVERFLOW RL 26.40 LEVEL RL.25.40m I S A T | \
S ! WEIR AT RL 26.10 /o FILTER MEDIA RL.25.10m : EXISTING SURFACE
P < , I g 0SD 247m’ Z[ '
: ,, . | - e =t Uy
l - "’j—.ﬂ, AT g : l
|
e | ,
! REFER BIO RETENTION
’ ,' SECTION FOR DETAILS
0
ﬁ?ig@if TNOCZE,TTE ‘ PROPOSED SMALL SEDIMENT I ’
) FOREBAY GENERALLY AS PER I
< v IPWEA STD DRG. BS-075 ’ : DATUM RL 20.00
e A
/// (\./ ' 7 }VD ’
® 2 BIO-RETENTION SECTION B
s VD l
PROPOSED SAFETY FENCE AND ¢ I SCALE 1:100
GATE TO ARCHITECTS DETAILS.
7
>—
[am]
28]
a
[a' g

PROPOSED SAFETY FENCE —\
1% AEP DETENTION
RL 26.50 / LEVEL RL.26.10m

PROPOSED MAINTENANCE
ACCESS RAMP

% 1 0SD 247’ :
P ——— IR REEaY
/ o \\\
o p DISCHARGE CONTROL PIT —| | T
/ \\\
_ -
- | —
- pd EXTENDED DETENTION ; / / DN
7509 RCP CL SN -
LEVEL RL.25.40m 43n @ 28% PROPOSED HEADWALL
ORIFICE IN SIDE WALL USIL 23700
' ROCK SCOUR
DSIL 22.500 PROTECTION TO SUIT.
DATUM RL 20.00
BIO-RETENTION SECTION A
SCALE 1:100
IN ASSOCIATION WITH SUITE 7 ADVANCE BUSINESS CENTRE  |PESIGNED BAR CLIENT 408 NO.
o 1 2 3 4 5 (OZE' | S o 39 LAWRENCE DRIVE  NERANG IV — MG LAND PTY LTD 2 3 O O 9 l'_
PRELIMINARY SCALE A e o ™ 1100 8 PQ BOX 2711 NERANG QLD 4211 — ——
TWN DRAWING NO.
ot b PRELIMINARY O I | PROPOSED TOWNHOUSE DEVELOPMENT
2 T/ | PrecHARY Sl san | T SCALE B E | | D) . (07)1(;578 092 conmu T Summan | CZENSREGA GRP T LT 202 BAILEYS MOUNTAIN RD, UPPER COOMERA — SK 05
o« R WN © mal cozreg.com.au . (RPEQ No 15735)
I [ T SAR ] Twi o D o) CCALES SHOWN ARE AT A1 SizE CONSULTING ENGINEERS * CIVIL* STRUCTURAL | W:www.cozreg.comay  Memsr Fm CONCEPT BIO BASIN PLAN AND DETAILS P1IP2P3P4



AutoCAD SHX Text
67

AutoCAD SHX Text
750  RCP CL343m @ 2.8% USIL 23.700 DSIL 22.500

AutoCAD SHX Text
LAWFUL POINT OF DISCHARGE

AutoCAD SHX Text
-

AutoCAD SHX Text
A

AutoCAD SHX Text
-

AutoCAD SHX Text
B

AutoCAD SHX Text
PROPOSED SAFETY FENCE AND GATE TO ARCHITECTS DETAILS. 

AutoCAD SHX Text
2.50m

AutoCAD SHX Text
BRW

AutoCAD SHX Text
BRW

AutoCAD SHX Text
BRW

AutoCAD SHX Text
BRW

AutoCAD SHX Text
BRW

AutoCAD SHX Text
BRW

AutoCAD SHX Text
PROPOSED VEHICLE SAFETY FENCE TO FUTURE DETAILS.  

AutoCAD SHX Text
PRECAST CONCRETE HEADWALL TO SUIT

AutoCAD SHX Text
PROPOSED SMALL SEDIMENT FOREBAY GENERALLY AS PER IPWEA STD DRG. DS-075

AutoCAD SHX Text
180m² FILTER MEDIA AREA

AutoCAD SHX Text
EMERGENCY OVERFLOW WEIR  AT RL 26.100

AutoCAD SHX Text
FUTURE ROAD RESERVE 

AutoCAD SHX Text
700

AutoCAD SHX Text
200

AutoCAD SHX Text
1000

AutoCAD SHX Text
BIO FILTER MEDIA SURFACE TO BE FLAT.

AutoCAD SHX Text
FILTER MEDIA "SOUTHERN PACIFIC SANDS PTY LTD - BIORET PLUS" OR APPROVED EQUIVALENT SANDY LOAM WITH 400-500mm/hr SATURATED HYDRAULIC CONDUCTIVITY.  IN-SITU HYDRAULIC CONDUCTIVITY TO REACH 180mm/hr ONCE SETTLEMENT AND COMPACTION HAS TAKEN PLACE. ORGANIC CONTENT 4.4% DRY WEIGHT  PARTICLE SIZE  <3% PASSING 0.05mm (w/w)  <3% PASSING 0.05mm (w/w)  >97% PASSING 2mm (w/w)  pH. BETWEEN 5.5-7.5 PHOSPHORUS CONCENTRATION <100mg/kg

AutoCAD SHX Text
100

AutoCAD SHX Text
TRANSITION LAYER 1mm COARSE SAND (DESIGNED IAW WSUD TDG SECTION 5.3.4.3)

AutoCAD SHX Text
DRAINAGE LAYER 2-5mm SCREENINGS COARSE SAND/GRAVEL (DESIGNED IAW WSUD TDG SECTION 5.3.4.2)

AutoCAD SHX Text
%%UTYPICAL BIORETENTION SECTION

AutoCAD SHX Text
PLANT SPECIES & PLANTING DENSITY TO BE CARRIED OUT IN ACCORDANCE WITH THE 'WATER SENSITIVE URBAN DESIGN' TECHNICAL DESIGN GUIDELINES FOR STH. EAST QLD.- VERSION 1 JUNE 2006- TABLE A-1 AND A-2.

AutoCAD SHX Text
SLOTTED 100mm RIGID PIPE (uPVC OR SIMILAR TO AS 2439.1) OR APPROVED EQUIVALENT, 0.5% MIN. GRADE, SPACED EQUALLY AT 1.5m CENTRES (REFER IPWEAQ STANDARD DRAWING WSUD-001)

AutoCAD SHX Text
%%ULEGEND

AutoCAD SHX Text
PROPOSED BIO-RETENTION BASIN

AutoCAD SHX Text
PROPOSED ACCESS RAMP

AutoCAD SHX Text
PROPOSED OVERFLOW ON SITE DETENTION AREA

AutoCAD SHX Text
RETAINING WALL

AutoCAD SHX Text
PROPOSED BLOCK

AutoCAD SHX Text
BRW

AutoCAD SHX Text
EXISTING SURFACE

AutoCAD SHX Text
PROPOSED SAFETY FENCE

AutoCAD SHX Text
DISCHARGE CONTROL PIT

AutoCAD SHX Text
EXTENDED DETENTION LEVEL RL.25.40m

AutoCAD SHX Text
RP.BDY

AutoCAD SHX Text
750  RCP CL343m @ 2.8% USIL 23.700 DSIL 22.500

AutoCAD SHX Text
DATUM RL 20.00

AutoCAD SHX Text
1% AEP DETENTION LEVEL RL.26.10m

AutoCAD SHX Text
OSD 247m³

AutoCAD SHX Text
RL 26.50

AutoCAD SHX Text
RL 26.40

AutoCAD SHX Text
RL 24.40

AutoCAD SHX Text
PROPOSED HEADWALL

AutoCAD SHX Text
ROCK SCOUR PROTECTION TO SUIT.

AutoCAD SHX Text
FINISHED SURFACE

AutoCAD SHX Text
ORIFICE IN SIDE WALL

AutoCAD SHX Text
DATUM RL 20.00

AutoCAD SHX Text
0.60m

AutoCAD SHX Text
RP.BDY

AutoCAD SHX Text
REFER BIO RETENTION SECTION FOR DETAILS

AutoCAD SHX Text
0.90m

AutoCAD SHX Text
FILTER MEDIA RL.25.10m

AutoCAD SHX Text
EXTENDED DETENTION LEVEL RL.25.40m

AutoCAD SHX Text
RP.BDY

AutoCAD SHX Text
PROPOSED SAFETY FENCE

AutoCAD SHX Text
EXTENDED DETENTION LEVEL RL.25.40m

AutoCAD SHX Text
EXISTING SURFACE

AutoCAD SHX Text
1% AEP DETENTION LEVEL RL.26.10m

AutoCAD SHX Text
OSD 247m³

AutoCAD SHX Text
RL 26.40

AutoCAD SHX Text
EMERGENCY OVERFLOW WEIR AT RL 26.10

AutoCAD SHX Text
NOT FOR CONSTRUCTION

AutoCAD SHX Text
PRELIMINARY

AutoCAD SHX Text
CONSULT AUSTRALIA

AutoCAD SHX Text
Member Firm

AutoCAD SHX Text
SCALE  A

AutoCAD SHX Text
SCALE  B

AutoCAD SHX Text
SCALES SHOWN ARE AT A1 SIZE

AutoCAD SHX Text
AHD (U.N.O.)

AutoCAD SHX Text
DATUM

AutoCAD SHX Text
IN ASSOCIATION WITH

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
ISSUE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
No.

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
CLIENT

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
JOB NO.

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
ISSUE

AutoCAD SHX Text
MG LAND PTY LTD

AutoCAD SHX Text
PROPOSED TOWNHOUSE DEVELOPMENT

AutoCAD SHX Text
202 BAILEYS MOUNTAIN RD, UPPER COOMERA

AutoCAD SHX Text
230094

AutoCAD SHX Text
APPROVED FOR AND ON BEHALF OF

AutoCAD SHX Text
COZENS REGAN GROUP PTY LTD 

AutoCAD SHX Text
(RPEQ No 15735)

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
0

AutoCAD SHX Text
1 : 100

AutoCAD SHX Text
SK05

AutoCAD SHX Text
CONCEPT BIO BASIN PLAN AND DETAILS 

AutoCAD SHX Text
BAR

AutoCAD SHX Text
BAR

AutoCAD SHX Text
TWN

AutoCAD SHX Text
P1

AutoCAD SHX Text
04/24

AutoCAD SHX Text
ORIGINAL ISSUE

AutoCAD SHX Text
B.A.R.

AutoCAD SHX Text
T.W.N.

AutoCAD SHX Text
P1

AutoCAD SHX Text
%%UBIO-RETENTION SECTION A

AutoCAD SHX Text
SCALE 1:100

AutoCAD SHX Text
%%UBIO-RETENTION SECTION B

AutoCAD SHX Text
SCALE 1:100

AutoCAD SHX Text
P2

AutoCAD SHX Text
P2

AutoCAD SHX Text
10/24

AutoCAD SHX Text
PRELIMINARY ISSUE

AutoCAD SHX Text
B.A.R.

AutoCAD SHX Text
T.W.N.

AutoCAD SHX Text
P3

AutoCAD SHX Text
P3

AutoCAD SHX Text
02/25

AutoCAD SHX Text
PRELIMINARY ISSUE UPDATE

AutoCAD SHX Text
B.A.R.

AutoCAD SHX Text
T.W.N.

AutoCAD SHX Text
P4

AutoCAD SHX Text
06/25

AutoCAD SHX Text
PRELIMINARY ISSUE UPDATE

AutoCAD SHX Text
B.A.R.

AutoCAD SHX Text
T.W.N.

AutoCAD SHX Text
P4


~ \\ \
//
//
//
//
//
//
//
BIO BASIN /
\ l i n i ': /
\ | Ig:’-f i i il e L | B
\ ! li e e e T e e ) T _ — T
- - - ///
——=  DRAINAGE FLOW DIRECTION - - /
P / //
IMPORTANT NOTE: ~ /
7 P /
(%) vou pic - j
. < www.byda.com.au /
ALL UNDERGROUND SERVICES ‘ /
SHOULD BE LOCATED ONSITE | /
BY RELEVANT AUTHORITIES | /
BEFORE ANY WORK IS COMMENCED. /
|
CATCHEMENT AREA HA Fi
ROOF 0.5727 100%
RCAD 0.5608 1002
GROUND 0.4779 30%
IN ASSQOCIATION WITH SUITE 7 ADVANCE BUSINESS CENTRE DESIGNED TWN CLIENT JOB NO.
0 5 10 15 20 (OZE' |S o 39 LAWRENCE DRIVE  NERANG v — MG LAND PTY LTD 23009[._
PRELIMINARY SCALE A P 1:500 2 PO BOX 2711 NERANG QLD 4211 — ——
P4 | 06/25 | PRELIMINARY ISSUE UPDATE BAR. | TWN. 8 P: (07) 5578 4100 P TWN PROPOSED TOWNHOUSE DEVELOPMENT DRAWING NO.
72| /2| PRELMINARY IS0t - ARGH TP sAn | T NOT FOR CONSTRUETION SCALE B R f CI A rl o I R 202 BAILEYS MOUNTAIN RD, UPPER COOMERA — SK20
' ' ' ‘ RPEQ No 15735 =
m? gl/f\/TzEA |OsF;ILGJIENAL — RI?VTSED EI-TE\I’ZVK'\IIED DATUM  AHD (UN.O) SCALES SHOWN ARE AT A1 SIZE CONSULTING ENGINEERS + CIVIL = STRUCTURAL W:www.cozreg.comau  Memoer T — CONCEPT MUSIC PLAN P1P2P3‘Pl* J



AutoCAD SHX Text
U

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
18

AutoCAD SHX Text
19

AutoCAD SHX Text
20

AutoCAD SHX Text
17

AutoCAD SHX Text
21

AutoCAD SHX Text
27

AutoCAD SHX Text
25

AutoCAD SHX Text
24

AutoCAD SHX Text
23

AutoCAD SHX Text
26

AutoCAD SHX Text
22

AutoCAD SHX Text
49

AutoCAD SHX Text
47

AutoCAD SHX Text
46

AutoCAD SHX Text
45

AutoCAD SHX Text
48

AutoCAD SHX Text
44

AutoCAD SHX Text
50

AutoCAD SHX Text
51

AutoCAD SHX Text
52

AutoCAD SHX Text
53

AutoCAD SHX Text
37

AutoCAD SHX Text
43

AutoCAD SHX Text
42

AutoCAD SHX Text
41

AutoCAD SHX Text
36

AutoCAD SHX Text
40

AutoCAD SHX Text
38

AutoCAD SHX Text
39

AutoCAD SHX Text
30

AutoCAD SHX Text
35

AutoCAD SHX Text
34

AutoCAD SHX Text
33

AutoCAD SHX Text
31

AutoCAD SHX Text
32

AutoCAD SHX Text
29

AutoCAD SHX Text
28

AutoCAD SHX Text
64

AutoCAD SHX Text
62

AutoCAD SHX Text
61

AutoCAD SHX Text
60

AutoCAD SHX Text
63

AutoCAD SHX Text
59

AutoCAD SHX Text
65

AutoCAD SHX Text
68

AutoCAD SHX Text
66

AutoCAD SHX Text
58

AutoCAD SHX Text
56

AutoCAD SHX Text
55

AutoCAD SHX Text
54

AutoCAD SHX Text
57

AutoCAD SHX Text
72

AutoCAD SHX Text
69

AutoCAD SHX Text
70

AutoCAD SHX Text
71

AutoCAD SHX Text
67

AutoCAD SHX Text
73

AutoCAD SHX Text
%%ULEGEND

AutoCAD SHX Text
DRAINAGE FLOW DIRECTION

AutoCAD SHX Text
NOT FOR CONSTRUCTION

AutoCAD SHX Text
PRELIMINARY

AutoCAD SHX Text
CONSULT AUSTRALIA

AutoCAD SHX Text
Member Firm

AutoCAD SHX Text
SCALE  A

AutoCAD SHX Text
SCALE  B

AutoCAD SHX Text
SCALES SHOWN ARE AT A1 SIZE

AutoCAD SHX Text
AHD (U.N.O.)

AutoCAD SHX Text
DATUM

AutoCAD SHX Text
IN ASSOCIATION WITH

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
ISSUE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
No.

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
CLIENT

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
JOB NO.

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
ISSUE

AutoCAD SHX Text
MG LAND PTY LTD

AutoCAD SHX Text
PROPOSED TOWNHOUSE DEVELOPMENT

AutoCAD SHX Text
202 BAILEYS MOUNTAIN RD, UPPER COOMERA

AutoCAD SHX Text
230094

AutoCAD SHX Text
APPROVED FOR AND ON BEHALF OF

AutoCAD SHX Text
COZENS REGAN GROUP PTY LTD 

AutoCAD SHX Text
(RPEQ No 15735)

AutoCAD SHX Text
SK20

AutoCAD SHX Text
CONCEPT MUSIC PLAN

AutoCAD SHX Text
BAR

AutoCAD SHX Text
TWN

AutoCAD SHX Text
TWN

AutoCAD SHX Text
P1

AutoCAD SHX Text
04/24

AutoCAD SHX Text
ORIGINAL ISSUE

AutoCAD SHX Text
B.A.R.

AutoCAD SHX Text
T.W.N.

AutoCAD SHX Text
P1

AutoCAD SHX Text
MUSIC CATCHMENT TABLE

AutoCAD SHX Text
CATCHEMENT

AutoCAD SHX Text
AREA HA

AutoCAD SHX Text
Fi

AutoCAD SHX Text
ROOF

AutoCAD SHX Text
0.5727

AutoCAD SHX Text
100%

AutoCAD SHX Text
ROAD

AutoCAD SHX Text
0.5608

AutoCAD SHX Text
100%

AutoCAD SHX Text
GROUND

AutoCAD SHX Text
0.4779

AutoCAD SHX Text
30%

AutoCAD SHX Text
0

AutoCAD SHX Text
5

AutoCAD SHX Text
10

AutoCAD SHX Text
15

AutoCAD SHX Text
20

AutoCAD SHX Text
1 : 500

AutoCAD SHX Text
P2

AutoCAD SHX Text
P2

AutoCAD SHX Text
09/24

AutoCAD SHX Text
PRELIMINARY ISSUE - ARCH UPDATE 

AutoCAD SHX Text
B.A.R.

AutoCAD SHX Text
T.W.N.

AutoCAD SHX Text
P3

AutoCAD SHX Text
02/25

AutoCAD SHX Text
PRELIMINARY ISSUE UPDATE

AutoCAD SHX Text
B.A.R.

AutoCAD SHX Text
T.W.N.

AutoCAD SHX Text
P3

AutoCAD SHX Text
P4

AutoCAD SHX Text
P4

AutoCAD SHX Text
06/25

AutoCAD SHX Text
PRELIMINARY ISSUE UPDATE

AutoCAD SHX Text
B.A.R.

AutoCAD SHX Text
T.W.N.


MG Land Pty Ltd éR COZE HS

Proposed Residential Townhouse Development |2 E CI A H
202 Baileys Mountain Road, Upper Coomera - Lot 58 on SP191940
Site Based Stormwater Management Plan

Appendix D
RATIONAL METHOD CALCULATIONS
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Cozens Regan Williams Prove

Project Number: 230094 CALCULATION OF INITIAL RUNOFF - QUDM Section 4.00
Description: Stormwater Quantity Assesment PRE-DEV'T POST-DEV'T
Designed: TWN 11/10/2024 CATCHMENT: A Catchment area (ha ) 1.730 1.730
Location: 202 BAILEYS MOUNTAIN ROAD Impervious area (ha) 0.040 1.320|Ha
Fraction impervious 0.02] 0.76
PRE-DEVELOPMENT tc |Major POST DEVELOPMENT tc. |Major
Standard Inlet time: N/A min Standard Inlet time: 5.0|min Intensity - 1 hr, 10 yr (mm/hr) 64.9 IFD:|Coomera
Friends Eqn: t. existing (min.) 14.00
t. post-developed (min.) 11.00
High point RL 37.2|m AHD
Low point RL 34.8|m AHD ESTIMATION OF PEAK FLOWS
Flow length: 20.0{m ARI Existing Post development Difference in runoff
Site slope 12.0(% C | (mm/hr) Q (m*min) Q (ms) C I (mm/hr) [Q (m%min)| Q (m*s) | Increase (L/s) Increase %
Hortons 'n' 0.045 1EY 0.56 80.1 12.93 0.216 0.67 89 17.10 0.285 69 32.2%
0.5EY 0.6 100 17.30 0.288 0.71 111 22.72 0.379 90 31.4%
0.2EY 0.67 124 23.95 0.399 0.8 138 31.83 0.531 131 32.9%
Overland flow travel time 7.94|min QUDM Eqn 4.06 10% 0.70 143 28.86 0.481 0.84 158 38.27 0.638 157 32.6%
Channel Flow 1 Kerb and channel flow 5% 0.74 163 34.78 0.580 0.88 181 45.93 0.765| 186 321%
High point RL 34.8|m AHD High point RL 33.4|m AHD 2% 0.81 189 4414 0.736 0.97 209 58.45 0.974 239 32.4%
Low point RL 24.8/m AHD Low point RL 26.2|m AHD 1% 0.84 208.00 50.38 0.840 1.00 231.00 66.61 1.110 270 32.2%
Flow length 125.0/m Flow length 230.0|m
Slope 0.08|m Slope 3.1|%
Hydaulic Radius 0.025(A/WP
n 0.03 APPROX. PEAK FLOWS LESS THAN Q1
\Y 0.81 Kerb travel time 3.25|min QUDM Fig 4.10 Post dev't SUMMARY CHECKED COMMENT
. . - ARI o e o
Channel Travel Time 2.58|min Pipe flow % of Q1 Existing (L/s) (L/s) % inc
Channel Flow 2 High point RL 23.7|m AHD 1 mth 25% 53.9 7.2 32.2% Item Existing Proposed
High point RL 24.8|m AHD Low point RL 22.5|m AHD 2 mth 40% 86.2 114.0 32.2% Area Ha 1.730 1.730
Low point RL 20.8|m AHD Flow length 32.0lm 3 mth 50% 107.8 142.5 32.2% Imperv A 0.040 1.320
Flow length 241.0lm Slope 0.0375|m 4 mth 60% 129.3 171.0 32.2% Fi % 0.0% 0.8%
Slope 0.02|m Pipe Size 750(mm 6 mth 75% 161.7 213.7 32.2% tc mins 14.00 11.00
Hydaulic Radius 0.24|A/WP n 0.013 9 mth 90% 194.0 256.5 32.2% 10yr 1hr | 64.9 64.9
n 0.045 Q 2.22|m3/s FROM FLOW CHART 12 mths (Q1) 100% 215.6 284.9 32.2% Cc10 0.70 0.84
\% 1.1 Pipe travel time 0.106 [min C100 0.84 1.00
Channel Travel Time 3.62[min Channel Flow Q10 m%s 0.481 0.638
High point RL 22.2|m AHD Q20 m%s 0.580 0.765
Low point RL 20.8/m AHD Q50 m%s 0.736 0.974
Flow length 82.0(m Q100 m*/s 0.840 1.110
Slope 0.02|m
Hydaulic Radius 0.045(A/WP Initial Vs [Ave (m%) Max Est Vs (m%)
n 0.03 Q10 95.7 137.9
\Y, 0.55 Q20 113.2 163.5
Channel Travel Time 2.48|min Refer QUDM 4.06.10 Q50 145.5 209.9
Calculated tc 14.15[min Calculated tc 10.84|min Q100 164.9 238.0
Adopted tc 14.0|min Adopted tc 11.0|min CHECKED:
MAX 20 min. Refer QUDM 4.06.1 MAX 20 min. Refer QUDM 4.06.1
INITIAL DETENTION SIZING Wiitten by OG 17/07/2009
Based on QUDM 5.05 'Flood-Routing for Small Basins - Initial Sizing’ Updated by TWN Jan 2013 INITIAL ESTIMATED Vs
inf . Qo (m3/s) |y 3 i= . . " i
Flood Event ) Intz::it;" Qi (m3/s) (allowable Vi Approx. Inflow Zelngté;"s) vi Ratio r = (Qi-Qo)/Qi Culp (1948) Boyd (1989) Carroll (1990) | Basha (1994) | Average Vs EsN!Ii:::!“el:in\‘/s
Discharge Coeff. outlet flow)
of Runoff Vs=r{(1+2r)/3}Vi Vs=r*Vi Vs={r(3+5r)/8}Vi | Vs={r(2+r)/3}Vi
Existing Post-D'ment Existing Post-D'ment
Cy Cy | | Vs m’ls Vs m’ls Vs m¥s Vs m¥/s
mm/hr mm/hr
1 0.56 0.67 80 89 0.285 0.216 251 0.24 30.3 61.1 32.2 45.7 42.3 61.1
2 0.6 0.71 100 111 0.379 0.288 333 0.24 39.2 79.5 1.7 59.4 54.9 79.5
5 0.67 0.80 124 138 0.531 0.399 467 0.25 57.6 115.5 61.2 86.6 80.2 115.5
10 0.7 0.84 143 158 0.638 0.481 561 0.25 68.6 137.9 72.9 103.3 95.7 137.9
20 0.74 0.88 163 181 0.765 0.580 674 0.24 81.0 163.5 86.1 122.2 113.2 163.5
50 0.81 0.97 189 209 0.974 0.736 857 0.24 104.2 209.9 110.8 1571 145.5 209.9
100 0.84 1.00 208 231 1.110 0.840 977 0.24 118.0 238.0 125.5 178.0 164.9 238.0
Initial Sizing: QUDM (5.05.1) Note: Initial sizing in above table does not allow for any run-off routing or r ip size and time of concentration

L:\AADWG\2023\230001 TO 2301001230094 - MG LAND PTY LTD - 202 BAILEYS MOUNTAIN ROAD\00 CIVIL\REPORTS\230094_INITAL OSD SIZING SPREADSHEET - 241017 xls
18/10/2024 Page 1 of 1
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Drains Model Setup

Results for median storm in critical 1EY ensembles

using Lite hydraulic model.
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Results for median storm in critical 10% AEP ensembles

using Lite hydraulic model.

Results for median storm in critical 5% AEP ensembles

using Lite hydraulic model.
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Results for median storm in critical 2% AEP ensembles

using Lite hydraulic model.
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Results for median storm in critical 1% AEP ensembles
using Lite hydraulic model.
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