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# DIMENSIONS TO BE READ IN
PREFERENCE TO SCALING

Clarendon Homes (QLD) P/L
3914 Pacific Highway, Loganholme QLD 4129
T: (07) 3387 1300  F:(07) 3387 1399

QBCC Lic No 80444
NSW Lic No 226716C
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EXPOSED AGGREGATE
DRIVEWAY BY CLARENDON
HOMES. MAX 1:4 GRADIENT

2.4mx0.94m CLOTHESLINE.
LOCATION TBC BY CLIENT

LETTERBOX.
LOCATION TBC
BY CLIENT

SITE PLAN

Before entering site please review and
make yourself familiar with Emergency
Contacts. Site Specific Hazards and the
Site Specific Induction information that is
located on the Site Induction Sign. If you
have any trouble understanding this
instruction, contact the Site Supervisor or
Emergency Contact Number located on the
sign.

SITE INDUCTION

63.010m AHD
62.700m AHD
SCRAPE
SCRAPE

SLAB R.L:-
PAD R.L:-

SITEWORKS
CUT:-
FILL:-

SITEWORKS / NOTES
CUT/FILL BATTERS:- 1:3

TENDER SUBJECT TO FULL
COVENANT APPROVAL BY

CLIENT PRIOR TO COUNCIL
LODGEMENT

TENDER SUBJECT TO LOCAL
SHIRE COUNCIL ENERGY

EFFICIENCY REQUIREMENTS

BUILDING PLATFORM
HEIGHT SHOWN IS

APPROX. ONLY & MAY
VARY ON SITE DUE

TO SITE CONDITIONS.

CLARENDON
RESIDENTIAL
TAKES NO
RESPONSIBILITY
FOR DAMAGE TO
EXISTING ACCESS
WAY, RETAINING
WALLS OR FENCES

ENGINEERS SITE
CLASSIFICATION: M

- YARD GULLY

NO HEAVY COMPACTION
OVER SERVICES

BEST PRACTICE PROCEDURES FOR EROSION
& SEDIMENT CONTROL AS OUTLINED BY
G.C.C.C. REGULATIONS TO BE ADHERED TO

ENGINEERS WIND
CLASSIFICATION: N3

SITE COVERAGE:      51.61%

ROOF HEIGHT CALCULATION
8.286m APPROX . HEIGHT FROM NATURAL

GROUND LEVEL @ MAX.

POSITION OF SEWER 'HOUSE CONNECTION'
UNKNOWN. PLUMBER TO CONFIRM ON SITE
PRIOR TO COMMENCEMENT OF EXCAVATION.

AS CONSTRUCTED DRAWINGS REQUIRED TO
DETERMINE FINAL LOCATIONS OF SERVICES

ALL TRADES ARE TO
REFER TO INFORMATION

PROVIDED SOURCED FROM
DIAL BEFORE YOU DIG

TWO STOREY:

· PROVIDE H2-F TREATMENT TO SOFTWOOD
MEMBERS OF TIMBER FRAME TO GROUND FLOOR
FRAME AND FIRST FLOOR FRAME, STRUC-JOISTS
AND TRUSSES OF HOME IN LIEU OF STANDARD.
NOTE: HARDWOOD TIMBERS EXCLUDED. 

· PROVIDE STRUCTAFLOR TERMINATOR
PARTICLEBOARD FLOORING IN LIEU OF STANDARD.

INCLUDES TERMSPEC PROTECTION.

EARTHMOVER TO PROVIDE
APPROX 1:100 GRADE TO
ALFRESCO PAD

EARTHMOVER TO PROVIDE
APPROX 1:100 GRADE TO
PORCH PAD

A/C

HWS

ELEC MB

GAS
BOTTLES

75mm WIDE SLAB REBATE
EXTENSION FOR INSPECTION
OF TERMITE BARRIER ALONG
ZERO LOT LINE.

60/60/60 FRL ZERO LOT WALL

SERVICES UNDER GARAGE SCRAPE TO BUILDING
PLATFORM APPROX

62.700m AHD

PROPOSED DWELLING
63.010m AHD APPROX

DA REQUIRED FOR THE SIDE BOUNDARY
SETBACK OF 1500mm TO THE WALL
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Concrete Retaining Wall

ALLURE            STREET

Lip of Barrier Kerb
Nail in Kerb

RL 62.21m AHDD

TBM

Kerb
Outlet

Kerb
Outlets

NBN P5

Stake Stake

SP343910 (Not Reg)

156

(Vacant)
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902

Stake
Stake

DISPERSE RW TO
1x EXISITNG KERB
OUTLET

DISPERSE RW TO
1x EXISITNG KERB
OUTLET

LEGEND

Lot:

Datum:

Local Authority: 
Contour Interval:  

Area:  
on:

m²

REAL PROPERTY DESCRIPTION

155 SP343910 (Not Reg)
420
Gold Coast  C. C.

0.25m
AHDD (Field Stn RL=53.103m)

-O/H Power
U/G Power
Water
Telecom
Gas
Sewer
Stormwater

SERVICES

-
-
-
-
-
-

PP

HEIGHT CERTIFICATE REQUIRED DUE TO
OVERALL HEIGHT GREATER THAN 8.0m
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Kaine White
Callout
300mm min clearence from the watermeter cover to the edged of the driveway is required.

Kaine White
Text Box
This approval pertains to the proposed dwelling only, all other works is by Others and not part of this approval.
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