150mm FIRE SERVICE NOTES (FROM SEQ-WAT-1111-6B):
1. THE METER ASSEMBLY ARRANGEMENT SHALL BE LOCATED WITHIN TWO (2) METRES OF THE FRONT PROPERTY BOUNDARY (REFER LAYOUT SCHEMATIC), THRUST BLOCKS
UPSTREAM OF ALL INTERNAL OFFTAKES AND SHALL BE ACCESSIBLE FOR READING, MAINTENANCE AND REPLACEMENT ATALL TIMES. THRUST BLOCKS AT TEES, ENDS by
2. THE PROPERTY SERVICE AND METER ASSEMBLY SHALL BE LOCATED AT LEAST ONE (1) METRE FROM ALL ELECTRICAL SOURCES. AND BENDS T0 BE AS PER
3. THE START OF THE METER ASSEMBLY SHALL HAVE MIN 300mm VERTICAL CLEARANCE BETWEEN FINISHED SURFACE LEVEL AND UNDERSIDE OF FLANGE (AS SEQ-WAT-1205-1 VERSION A .
SHOWN). THE HORIZONTAL CLEARANCE BETWEEN THE FIRE SERVICE METER ARRANGEMENT AND THE DOMESTIC SERVICE SHALL BE AT LEAST 300mm. MARKINGS " £
L. ASSEMBLY DETAIL DOWNSTREAM OF THE FIRE SERVICE PIPE (ITEM 6) IS SHOWN FOR REFERENCE ONLY AND IS CLASSIFIED AS PRIVATE PLUMBING. AS A oy
MINIMUM, A CONTAINMENT BACKFLOW PREVENTION DEVICE MUST BE INSTALLED DOWNSTREAM OF THE PIPE (ITEM 6). THE BACKFLOW PREVENTION DEVICE MUST gESBSTAg%gé\gEEH\LTAm?&)E% AS
BE IN ACCORDANCE WITH AS/NZS3500 AND BE AT LEAST A TESTABLE SINGLE CHECK VALVE. -WAT-1300- ®
5. WHERE THE FIRE SERVICE SUPPLIES BOTH HYDRANT AND SPRINKLER SERVICES, THESPRINKLER SERVICE SHALL BRANCH OFF IMMEDIATELY DOWNSTREAM OF
THE CONTAINMENTBACKFLOW PREVENTION DEVICE. HOSE REEL SERVICES MAY BE SUPPLIED FROM EITHER THEHYDRANT SERVICE LINE OR THE DOMESTIC SERVICE AS CONSTRUCTED SURVEY
LINE. SURVEYOR TO PROVIDE AS CONSTRUCTED SURVEY TO CURRENT COUNCIL
6. THIS DRAWING ILLUSTRATES A DN150 FIRE SERVICE WITH A DN50 DOMESTIC SERVICEBRANCH. FITTINGS FOR OTHER SIZES SERVICES WILL BE SLIGHTLY ADAC STANDARDS OF:
DIFFERENT. THE TABLEBELOW DOES NOT PROVIDE DETAILS OF ALL THE FITTINGS REQUIRED, ONLY THE MAINCOMPONENTS. -NEW WATER SERVICE AND METER ASSEMBLY
7. REFER TO SEQ STANDARD DRAWING SEQ-WAT-1111-1 FOR FURTHER NOTES.
8. FOR CoGC, ALL ITEMS ARE TO BE SUPPLIED BY CUSTOMER.
9. FOR CoGC, IF ITEM 11S CONSTRUCTED THROUGH A BASEMENT TO AN ABOVE GROUNDASSEMBLY ITEMS 1& 3 SHALL BE OWNED AND MAINTAINED BY THE SEQ STANDARD DRAWINGS
CUSTOMER. SEQ-WAT-1111-12A
10. FOR CoGC, ALTERNATIVELY A VERTICAL STACK MAY BE INSTALLED INSTEAD OF THE PARALLEL ARRANGEMENT SHOWN - A DOMESTIC METER ASSEMBLY BE SEQ-WAT-1111-6B
STACKED UNDER A FIRE METERASSEMBLY. IN THIS CASE THE BRANCH OFF TEE (ITEM 3) MAY BE INSTALLED UPSTREAM OF THE ITEM 1 BEND AND ALL THE
CLEARANCE AND HEIGHT REQUIREMENTS SHALL BE UNCHANGED.
11. PIPE SUPPORT SHALL ALSO BE PROVIDED FOR DOMESTIC ASSEMBLY AT THE APPROPRIATEPOSITION BY DESIGN.
50mm DOMESTIC METER NOTES (FROM SEQ-WAT-1111-12A):
1. THIS METER ASSEMBLY ARRANGEMENT IS ONLY APPLICABLE FOR DN50 AND LARGER DOMESTIC METERS AND IS ONLY TO BE LOCATED
WITHIN PRIVATE PROPERTY. REFER TO SEQ-WAT-1111-2 FOR DN40 DOMESTIC METER ASSEMBLY ARRANGEMENT ABOVE GROUND OPTION.
2. THE START OF THE METER ASSEMBLY MUST BE LOCATED WITHIN TWO METRES OF THE FRONT PROPERTY TITLE BOUNDARY (SEE LAYOUT
SCHEMATIC), UPSTREAM OF ALL INTERNAL OFFTAKES, AND SHALL BE ACCESSIBLE FOR READING, MAINTENANCE AND REPLACEMENT AT ALL
A TIMES.
— ON-LOT DN150 FIRE ULTRASONIC AND 3. THE PROPERTY SERVICE AND METER ASSEMBLY SHALL BE LOCATED AT LEAST 1.0m FROM ALL ELECTRICAL SOURCES.
TYPE 1A DN50 MECHANICAL METER 4. ASSEMBLY DETAIL DOWNSTREAM OF NON RETURN VALVE (ITEM 9) IS SHOWN FOR REFERENCE ONLY AND IS CLASSIFIED AS PRIVATE PLUMBING.
ASSEMBLY AS PER SECTION 5. SERVICE PIPE SMALLER THAN DN100 SHALL BE CONTINUOUS COPPER TO AS 1432.
ADJACENT 6. PE PIPE SHALL NOT BE INSTALLED ABOVE GROUND.
7. THE ARRANGEMENT SHOWN ON THIS DRAWING ARE FOR DN50 TO DN200. LARGER SIZE METER ASSEMBLY SHALL BE INSTALLED SIMILAR. THE TABLE ON THIS
— DRAWING DOES NOT PROVIDE DETAIL FOR ALL FITTINGS REQUIRED, ONLY THE MAIN COMPONENTS.
o 8. REFER TO SEQ STANDARD DRAWING SEQ-WAT-1111-1 FOR FURTHER NOTES.
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