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NORFOLK ESTATES PTY LTD

PROPOSED RESIDENTIAL SUBDIVISION
31-53 COURTNEY DRIVE
UPPER COOMERA, QLD, 4209
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SCALE

AMENDMENT

T.P.WATT - RPEQ No. 16222

DATESIGNED

CONTRACTOR TO DETERMINE AND
LOCATE ALL EXISTING SERVICES PRIOR

TO COMMENCEMENT OF WORKS

EXISTING SERVICES LEGEND
EXISTING SEWER MAIN

EXISTING TELECOMMUNICATIONS CABLE

EXISTING WATER MAIN
EXISTING STORMWATER PIPE
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ROADWORKS LEGEND
80.0 FINISHED SURFACE CONTOURS

80.0 EXISTING SURFACE CONTOURS

PROPOSED CONCRETE ISLAND CENTRE RING

ROAD CONTROL LINE
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ROAD 06 & COURTNEY DRIVE ROUNDABOUT
SCALE: 1:200 (A1)

N

CONNECT TO EXISTING
EDGE OF BITUMEN

COURTNEY DRIVE

ER2B1

PROPOSED 2.0m WIDE
CONCRETE FOOTPATH

EXISTING OVERHEAD ELECTRICAL CABLE

PROPOSED BARRIER KERB & CHANNEL TYPE 'B1'B1
PROPOSED EDGE RESTRAINT TYPE 'ER2'ER2

PROPOSED 1.5m WIDE
CONCRETE FOOTPATH

ROAD WIDENING TO
WESTERN SIDE OF
COURTNEY DRIVE
(BY OTHERS)

ROAD WIDENING TO WESTERN
SIDE OF COURTNEY DRIVE
(BY OTHERS)

FULL ROUNDABOUT CONSTRUCTION
TO OCCUR WHEN FOURTH LEG OF
INTERSECTION IS CONSTRUCTED

KERB TRANSITION
OVER 1m B1 TO ER2

FOURTH LEG OF INTERSECTION TO
BE CONSTRUCTED BY DEVELOPER

OF LOT 1 ON SP341119

PRELIMINARY ISSUE
NOT FOR CONSTRUCTION
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